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Abstract. Silicon tracking detectors operated at high luminosity collider experiments
pose a challenge for current and future readout systems regarding bandwidth, radiation,
space and power constraints. With the latest developments in wireless communications,
wireless readout systems might be an attractive alternative to commonly used wired optical and copper based readout architectures.
The WADAPT group (Wireless Allowing Data and Power Transmission) has been formed
to study the feasibility of wireless data transmission for future tracking detectors. These
proceedings cover current developments focused on communication in the 60 GHz band.
This frequency band oﬀers a high bandwidth, a small form factor and an already mature
technology. Motivation for wireless data transmission for high energy physics application
and the developments towards a demonstrator prototype are summarized. Feasibility
studies concerning the construction and operation of a wireless transceiver system have
been performed. Data transmission tests with a transceiver prototype operating at even
higher frequencies in the 240 GHz band are described. Data transmission at rates up to
10 Gb/s have been obtained successfully using binary phase shift keying.
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1 Introduction
High Energy Physics (HEP) experiments, as they are conducted at the LHC1 , the HL-LHC2 or at potential future colliders, are operated at ever increasing luminosities and event rates. Correspondingly,
more and more data are generated by these experiments that have to be read out and processed. Especially highly granular silicon detectors as they are used for vertexing and tracking pose a challenge
for readout systems.
Today, readout systems typically use wired optical data transmission for data rates beyond 1 Gb/s
per channel. However, radiation hardness issues, space and power constraints limit the usage of optical
components in very dense pixel detector environments to places far outside the active volume. This
is the case, for instance, for the vertex detector for the Phase-II upgrade of the ATLAS Inner Tracker
(ITk) [1]. In these cases, wired copper transmission lines are used to transfer the data over several
metres towards the optical drivers. Aiming for very high data rates, copper based transmission lines
typically suﬀer from an increased impedance which limits the transmission of data rates of a few Gb/s
to distances of a few metres. Developments in both wired optical and copper technologies are ongoing, but a third, alternative technology relying on wireless data transmission might be attractive for
future high rate readout systems in dense and hostile environments, as ﬁrst described in [2]. Regarding
bandwidth, wireless technologies have caught up and can deliver rates in the range of several gigabits
per second, as well.
Wireless data transmission could help to reduce the number of cables, optical or copper, used for
data transmission as well as their connectors, which are often prone to damage. With less cables and
connectors, installation and repair of such a complex system like a tracking detector can be simpliﬁed.
Moreover, cables contribute signiﬁcantly to the material budget in the active detector volume, which
leads to multiple scattering and acts as a source of secondary particles.
Wireless data transmission would further allow to realize completely diﬀerent readout topologies [2]. To keep a distinct level of modularity in a layer based silicon tracking detector, diﬀerent
layers can not be connected by wires within the active volume. Thus, directly in the active volume
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Figure 1. Conceptual sketch of a wireless radial readout of a cylindrical tracking detector, adapted from [2].
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no communication between layers is possible and data has to be transferred to the outside, ﬁrst. A
wireless readout system would enable layers to communicate with each other. This could be used to
enhance on-detector intelligence such as ﬁnding of tracks with high transverse momentum online as
the data could follow the particle trajectories as depicted in ﬁgure 1. Fast track trigger applications
might beneﬁt from this readout topology [2].
Broadcasts of signals that are common in the detector could also be easily distributed using wireless data transmission, as a signal emitted by a single transmitter can be received by several receivers
at the same time. This could be interesting for detector synchronization or to distribute a system-wide
reset or trigger signal.
These motivations have led to the formation of the WADAPT (Wireless Allowing Data and Power
Transmission) consortium. The goal of this research group is to identify speciﬁc needs of projects
that might beneﬁt from wireless technologies with the objective of providing a common platform for
research and development [3]. Along that line, a wireless data transmission demonstrator for HEP
applications is developed and shortly described in section 3. Studies to demonstrate the feasibility
of this technology for HEP are summarized in section 4. Section 5 shows some further prospects of
wireless technologies operating at carrier frequencies above 200 GHz.

2 Wireless data transmission
Over the last years, wireless data transmission technologies have seen tremendous progress to handle
the ever increasing demand on bandwidth. The latest developments in wireless standardization by
IEEE foresee data rates beyond one gigabit per second [4], and this trend of increasing wireless data
rate capabilities seems to continue even further [5].
The Shannon-Hartley theorem gives a limit on the maximum data rate of a transmission channel.
It depends on two factors: the bandwidth, and the average signal to noise ratio over that bandwidth.
For typical Wi-Fi at home, operating at carrier frequencies of 2.4 GHz or 5 GHz, the bandwidth available per wireless channel is limited to a few tens of MHz. To achieve high data rates modulation
schemes with high spectral eﬃciency3 have been developed. A reliable data transmission with high
spectral eﬃciency, however, requires complex signal processing and a high signal-to-noise ratio. Both
typically come at the cost of a signiﬁcant power consumption.
Improvements in silicon technologies over the last decades allow to produce ASICs operating at
higher radio frequencies (RF). This also allows to allocate a larger bandwidth for a wireless channel.
Especially the mm-wave band is of great interest to industry and appears also very attractive to the
HEP community. In the 60 GHz band a total bandwidth of 9 GHz is available. This allows for high
data rates even with simple modulation schemes like On-Oﬀ-Keying (OOK). Thus, RF devices can
be produced without complex signal processing cicuitry and therefore low power consumption. The
high frequencies furthermore allow for a high degree of miniaturization. For instance, antennas can
be directly integrated in the chip. The free space path loss is signiﬁcantly larger than at 2.4 GHz, thus
the 60 GHz band is very well suited for safe, short distance communication.
Various examples of 60 GHz transceivers can be found in literature [6–9]. However, in order to
qualify for HEP applications, a speciﬁc transceiver is required which fulﬁls the stringent constraints
on power consumption and should be able to operate in extremely hostile radiation environments. For
this application, a demonstrator prototype is currently under development.
3 Spectral

eﬃciency is deﬁned as the number of bits that can be transferred per second and unit of bandwidth.
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Figure 2. The two antennas under test for the bond wire study [10]. The left antenna has a solid transmission
line, while the transmission line of the right antenna is broken intentionally by a gap with a compensation circuit.
In the lower right corner, a zoomed-in view of the gap bridged by a single bonding wire can be seen.

3 A 60 GHz demonstrator for HEP
The purpose of the demonstrator is to validate the feasibility of wireless data transmission for HEP
applications. It has to fulﬁl several requirements: It must be operational after irradiation up to very
high doses as expected for the HL-LHC. It has to provide data rates of the order of 5 Gb/s, similar
to what is expected per link from the silicon detectors of the large experiments at HL-LHC. At the
same time power eﬃciency is crucial. In order to beneﬁt from wireless data transmission, the power
consumption of the on-detector readout part should be reduced compared to commonly used readout
architectures.
At Heidelberg University a wireless transceiver chip is under development [11, 12]. The prototype
will be produced in the IBM SiGe BiCMOS 130 nm 8HP process. Utilizing the full 9 GHz bandwidth
and On-Oﬀ-Keying (OOK) modulation, the target data rate of this device is 4.5 Gb/s. The targeted
power consumption is about 150 mW for a data transmission over distances between 20 cm and 1 m.
This corresponds to an energy eﬃciency of about 33 pJ/bit. The actual transmission distance that
can be achieved for a given power consumption, however, is largely inﬂuenced by the choice of the
external antenna.
For the demonstrator, a printed circuit board will be designed with an on-board antenna. Directive
patch antennas have been successfully fabricated and simulations of the reﬂection loss have been
veriﬁed in measurements [13]. The connection between the RF output of the transceiver and the
antenna on the demonstrator will potentially be realized using wire bonds. Therefore, a wire bonding
study is performed using the patch antennas shown in ﬁgure 2. The impedance of a standard wire bond
is found not to match the antenna under test properly, but signal losses can be compensated using an
additional second wire and a compensation circuit, see ﬁgure 3 [10].

4 Studies in the 60 GHz band
Several studies have been conducted with the scope of testing the feasibility of wireless data transmission in the 60 GHz band for HEP applications. These include simple data transmission studies as
well as interference and link density studies.
High speed data transmission was tested with two setups. Using a commercially available transmitter and receiver chipset by Hittite, an error-free 1.76 Gb/s link was established at a transmission
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Figure 3. Measured intensity for diﬀerent antenna conﬁgurations [10]. Purple curve: Antenna with solid transmission line (ﬁgure 2, left) serves as reference. Black curve: Antenna with gap included in the transmission line
(ﬁgure 2, right image) and the gap is bridged by a single wire bond. Blue curve: The same antenna with gap,
but with two wires to close the gap. The full signal is recovered by using two bond wires instead of one. The
red curve belongs to the same antenna as the purple curve, but part of the signal was lost due to an issue with the
etching process.

distance of 22 cm. An upper limit on the bit error rate was measured to be at the 10−14 level [14].
CEA-LETI demonstrated data transmission at a rate of 3.8 Gb/s using a transceiver produced in 65 nm
CMOS technology [6].
A wireless detector readout scheme as illustrated in ﬁgure 1 relies on the simultaneous use of the
same frequencies between diﬀerent layers to fully exploit the available bandwidth. This is possible as
typical silicon detector modules are metallized and thus fully reﬂective for waves in the 60 GHz band.
This can be conﬁrmed by a measurement of the transmission loss through an ATLAS SCT module,
which is found to be at least 50 dB in the frequency range from 57.3 to 61.3 GHz, see ﬁgure 4 [14].
While enabling to re-use frequencies between diﬀerent layers, the high reﬂectivity of the modules
can potentially lead to cross talk between neighbouring links on the same layer. But the free space path
loss in the 60 GHz band is already so large that only links that are very close can potentially interfere.
In addition, the detector environment has one clear advantage compared to mobile applications: Once
the system is installed, it is completely stationary. This allows to perform design studies and raytracing simulations with detailed detector models beforehand to reduce interferences and therefore
optimize the overall bandwidth usage.
There are several means that can be utilized for the system design when aiming at very high
channel densities. The emitted power of the transmitters can be adjusted such that the receivers’ signal
margin is only met by intended links and not by cross talk. Furthermore, highly directional antennas
and RF signal polarization can be used to reduce interferences. Absorbing materials like low-density
graphite foam can be used to attenuate reﬂections. A study was performed demonstrating that, by
applying these means, two wireless links can be safely operated in parallel at a pitch of 5 cm between
two highly reﬂective layers that are 10 cm apart, resembling a typical tracking detector scenario. A
more detailed description of these studies can be found in [14].
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Figure 4. Transmission loss of mm-waves through an ATLAS SCT barrel module. The transmission loss is
averaged over the frequency range from 57.3 to 61.3 GHz and measured over diﬀerent positions along the module.
The noise level indicates the minimum sensitivity of the spectrum analyser. The uncertainties represent the RMS
of the averaged measurements. Plot taken from [14].

In order to further qualify the 60 GHz technology for HEP applications, it has to be ensured that
the wireless links do not disturb the detector’s electronics. Tests with an ATLAS ITK hybrid with
ABCn130 readout ASICs showed no observable eﬀect on the module’s performance [14]. A similar
measurement was conducted with an HV-MAPS prototype developed for Mu3e. No eﬀect on this
sensor’s performance due to the wireless link was observed, as well [14]. We therefore conclude that
wireless links at 60 GHz are a safe readout option for state of the art silicon detectors.

5 Prospects of carrier frequencies above 200 GHz
Recent developments in silicon technologies allow for even higher carrier frequencies, which, in turn,
allow to use an even larger bandwidth. Examples of wireless transceivers operating at 210 to 283 GHz
can be found in [15–17].
We performed data transmission studies with a 240 GHz transmitter and receiver chipset [16]. The
chipsets are glued and wire bonded to printed circuit boards. The chipsets feature an integrated ring
antenna for signal transmission and reception. To increase the antenna’s directivity, silicon lenses
with a gain of more than 25 dBi are mounted just below the circuits. A transmission distance of about
40 cm was realized. A photo of the setup in the laboratory is shown in ﬁgure 5. The intermediate
frequency (IF) bandwidth was characterized at a ﬁxed carrier frequency of 235 GHz using an intermediate frequency sweep in the range of 0 to 20 GHz and measuring the received signal in a spectrum
analyser. The 3/6-dB IF bandwidth was measured to be 12/13 GHz, respectively, see ﬁgure 6.
This large bandwidth allows for data transfer at very high rates without the use of a complex
modulation scheme. We performed bit error rate tests of a pseudo random bit pattern (PRBS-7) using
binary phase shift keying (BPSK). Up to 8 Gb/s not a single bit error was observed, giving an upper

6

EPJ Web of Conferences 150 , 00002 (2017)

DOI: 10.1051/ epjconf/201715000002

Connecting The Dots/Intelligent Trackers 2017

Power Loss [dB]

Figure 5. Wireless link using the chipsets described in [16] at a transmission distance of about 40 cm in the
laboratory.
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Figure 6. The intermediate frequency spectrum measured with a spectrum analyser at the 240 GHz receiver.
The intermediate frequency of the transmitter is varied between 0 to 20 GHz. The green line highlights the 3 dB
bandwidth.

limit on the bit error rate of about 10−13 . At 10 Gb/s a bit error rate of 10−14 was measured. These
measurements demonstrate the enormous potential of wireless data transmission at high frequencies.
However, the technology of transceivers operating above 200 GHz is still in the prototyping phase.
To be fully competitive, the energy eﬃciency has to be improved. The link tested here consumes about
2.8 W, corresponding to 280 pJ/bit.
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6 Summary and outlook
There has been huge progress in wireless data transmission technologies over the last couple of years.
The mm-waves developments allow for extremely high data rates while also being very power eﬃcient.
The advantages of a wireless readout system compared to wired ones as used in HEP today are
manifold. The reduction of cables and connectors would help to reduce dead material inside detectors
as well as ease the detector’s installation. New readout topologies for tracking detectors are possible
which have great potential of enhancing fast track trigger capabilities.
A 60 GHz demonstrator is currently developed to show the potential of wireless data transmission
for HEP applications. Studies to test the feasibility of wireless data transfer for tracking detectors
have been conducted. High speed data transmission has been demonstrated with two setups at data
rates of 1.76 Gb/s and 3.8 Gb/s. Carrier frequencies above 200 GHz allow for even higher data rates.
A transmission at a data rate of 10 Gb/s has been demonstrated. For high density link environments
in general, signal integrity can be ensured by exploiting directional antennas, polarization or attenuating reﬂections using an absorbing foam. In order to apply wireless data transfer in future detectors,
detailed design studies will have to be conducted to demonstrate the full potential of wireless communication and to create a working wireless readout system.
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