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Sammanfattning

Nuvarande kommersiella Virtual Reality (VR) headset ger anvandare immersion i
virtuellt utrymme med stereoskopisk grafik och positionssparning. Utvecklare kan
skapa VR-applikationer i en fungerande pipeline pa ett liknande siatt som att skapa
3D-spel med hjalp av spelmotorer. Egenskaperna hos VR-headset ger emellertid
nackdelar med renderingstekniken av billboard sprite partikelsystem. I var studie
foreslar vi en renderingsteknik som kallas FOggy-LAser Rendering method (FOLAR),
som renderar realistiska lasrar i dimma pa billboard sprites. Med denna metod kan vi
kompensera for nackdelarna med att anvanda partikelsystem och fortfarande gora
grafiken i interaktiv prestanda for VR. Vi studerade egenskaperna hos denna metod
genom prestanda benchmarks och jamférde renderade resultatet med en baseline
ray-cast metod. Anvandarstudie och image similarity matvarden ar involverade i
jamforelsestudien. Som resultat observerade vi en tillfredsstallande prestanda och
liknande renderings resultat jamfort med ray-casting. Dock visar anvandarstudien
fortfarande en signifikant skillnad i det gjorda resultaten mellan metoderna. Dessa
resultat pekar pa att FOLAR ar en acceptabel metod for dess prestanda och korrekthet i
det renderade resultatet, men har fortfarande oundvikliga avvagningar i grafiken.
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Figure 1: Rendered result of FOLAR

ABSTRACT

Current commercial Virtual Reality (VR) headsets give viewers
immersion in virtual space with stereoscopic graphics and posi-
tional tracking. Developers can create VR applications in a working
pipeline similar to creating 3D games using game engines. However,
the characteristics of VR headsets give disadvantages to the render-
ing technique particle system with billboard sprites. In our study,
we propose a rendering technique called FOggy-LAser Rendering
method (FOLAR), which renders realistic laser in fog on billboard
sprites. With this method, we can compensate for the disadvantages
of using particle systems and still render the graphics in interactive
performance for VR. We studied the characteristics of this method
by performance benchmarks and comparing the rendered result to
a baseline ray-casting method. User study and image similarity met-
rics are involved in the comparison study. As a result, we observed
a satisfying performance and a similar rendering result compared
to ray-casting. However, the user study still shows a significant
difference in the rendered result between methods. These results
imply that FOLAR is an acceptable method for its performance and
correctness in the rendered result, but still have inevitable trade-offs
in the graphics.
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1 INTRODUCTION

1.1 Motivation

Virtual Reality (VR) technology has been highly commercialized
during recent years, while enormous numbers of applications are
created for commercial VR applications. Current commercial VR
headset devices give the viewers practical immersion mainly by
stereoscopic graphics and positional tracking. Application creators

for VR could benefit from the experience of creating 3D computer
games by using game engines such as Unity or Unreal with minor
changes to the content of the application. However, this is not
always true for all cases.

In our case, a well-known method called “particle fog” presents
significant disadvantages in displaying the same experience in VR. It
produces the undesirable effect that the fog is “rotating” or “flipping”
with the motion of the viewer’s head. This undesirable effect is due
to the use of billboard sprites. Billboard sprites are 2D surfaces that
follow the user camera in the 3D space, so the user always sees the
front face of the surface. This effect interferes with immersion in
stereoscopic rendering and positional tracking, both features of VR
head-mounted headsets.

To compensate for this problem, we created a technique called
FOggy-LAser Rendering method (FOLAR). FOLAR takes advantage
of particle system rendering methods and displays a more realistic
fog illuminated by laser beams in VR. It approximates the rendered
result from ray-casting. The method makes opportunistic uses of
the way to construct an icosahedron [31] to model the volumetric
features of a spherical group of fog volume to avoid ray-casting in
real-time rendering, as well as light participating models based on
the distance of a ray to the laser and the position on the ray. As a
result of relying on particle systems, FOLAR still allows displaying
the fog in an interactive performance for VR applications, and also
allows the fog to be illuminated by laser beams with a convincing
effect in VR that is similar to the result from ray-casting.

This study aims to introduce FOLAR as a novel method in cre-
ating a particle-system-based laser-illuminated fog effect. In the
study, we determine how FOLAR could compensate for the dis-
advantages of particle fog and to measure the difference in visual
characteristics of FOLAR and a simple volumetric ray-marching
method described in section 3.5.



1.2 Research Question

Given our new real-time rendering method for laser-illuminated
fog in VR named FOLAR, what are the main visual characteristics
of the algorithm that allow people to perceive a realistic looking
laser cast into the fog when compared to volumetric ray-casting as
comparatively analyzed by running performance metrics and by
image similarity metrics, both computed or perceptually-based?

2 RELATED WORK
2.1 Virtual Reality

Virtual Reality (VR) has been a well-known technique in immer-
sive visualization and interaction in educational, industrial, and
commercial usages. In recent years, commercial head-mounted VR
display devices (or VR headsets) such as the HTC Vive [20] and the
Oculus Rift [17] has been well accepted in the current market with
numerous commercial or educational software applications devel-
oped for those platforms. For those VR headsets, content creators
merely care for the VR displaying technology but consider more in
the design of the contents to fit the methodology that VR headsets
present the contents to the viewer.

Current commercial VR headsets give the viewers practical im-
mersion by combining multiple methods in giving a human a sense
of the virtual world, such as stereoscopic graphics and positional
tracking. The sense of immersion from those two methods are
identified as binocular disparities and motion perspective in early
research in 1997 [8]. In order to achieve this, modern computers
use a deviation of projection-rasterization-based graphics pipelines
called stereo multi-projection [13]. This technique applies projec-
tion and rasterization twice to the rendered scene with different
camera parameters that match the physical position of the user’s
head measured by positional tracking sensors.

As a result of VR being well-accepted, game engines such as
Unity [2] and Unreal Engine [10] often embed native support in
the creation of VR content. They provide content creators a similar
working pipeline as creating ordinary 3D games, as seen in [18]
and [15], which is reasonably a benefit from using stereo multi-
projection graphics pipeline. This working pipeline allows applica-
tion creators to use existing materials and experience in creating
3D computer games for creating VR applications.

Despite all the advantages of current commercial VR headsets,
those display systems and game engines are not immediate solu-
tions for application creators. Inappropriate content or misuse of
the game engine may lead to the lack of presence of viewers or even
worse, such as the unpleasant experience from motion sickness [27].
In order to overcome this problem, there have been researches re-
garding presence [26] and user experience [28] in VR, as well as
measurements of motion sickness caused by specific methods in
VR contents [19].

2.2 Particle System

2.2.1 Definitions and Usages of Particle Systems. Particle system is
a well-described technique in computer graphics that essentially
makes use of a group of individually animated graphic objects,
namely particles, to “render a ‘fuzzy’ object or view of a volume”, as
introduced by William T. Reeves [25]. In most usages of a particle
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system, often billboard sprites are utilized as the particles, under
the assumption that each particle has the same appearance from
any perspective of view.

Particle systems are well-known in simulating a volume of partic-
ipating media in real-time applications, such as clouds [14], fogs [1],
smokes [4], and explosion effects [30]. Sometimes those billboard
sprites are rendered with noised textures instead of rotational-
symmetric textures, such as for particle fog. The noise texture intro-
duces more stochastic visual effects for the fog, which significantly
reduced the number of particles to be used in the rendering process
to achieve a convincing fog effect, thus increasing the performance
of rendering, as mentioned in [1]. Despite breaking the assumption
of the same appearance from any perspective of view, this technique
usually generates well-looking and convincing results on flat-screen
displays. As a result, many commercial applications, such as 3D
games, adapted this method to create a high-performance stochastic
fog effect.

2.2.2  Particle System in VR. Opposed to applications made for
flat displays, the use of stereo multi-projection [13] in VR headset
displays denies the advantages of billboard images in VR, making
particle systems a less potent tool in creating immersive contents
for VR. Since stereo multi-projection uses the same vertices of the
scene to render the image for both eyes, viewers perceive billboard
sprites as ordinary flat objects in the virtual space. This difference
makes billboard images impossible to provide the same appearance
for any perspective of view. Application creators often avoid the
use of particle system at close distances to the viewer in virtual
space, or intentionally design the particles to be actual flat objects.

2.3 Ray-casting and Volumetric Rendering

Ray-casting (or ray-tracing) is a generic name of a set of well-
accepted methods in computer graphics to render realistic images
by imitating the physics of light rays in the real world, which
sacrifices the rendering time for a better result. According to the
pinhole camera model, the 3D scene is projected onto a plane in
front of the camera. The projection process maps each sample on
the image to a corresponding direction towards the camera. Ray-
casting renders those samples by calculating the color of light on the
ray that shoots towards the camera by that corresponding direction.
Those rays are called primary rays, and any rays that influence the
primary rays indirectly, such as reflection, refraction, and scattering
of light, are called secondary rays.

With ray-casting, we can achieve volumetric rendering by calcu-
lating the amount of radiance that comes through the volume of
the participating media. The factors of the participating media’s in-
fluence on the amount of radiance are categorized into three kinds:
absorption, emission, and scattering [23]. Different from absorption
and emission, light scattering inside a volume of participating me-
dia is a non-trivial problem that has been broadly researched and
discussed in computer graphics. Studies have proposed advanced
methods such as stochastic simulation of light participation [33]
and direct rendering of the volume with modeled data [32]; the prin-
ciple under volumetric rendering has also been well-discussed [29].
A simple method to achieve volumetric ray-casting is ray-marching,
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which approximates the continuous changes in the amount of radi-
ance along the ray by taking small steps on the ray and calculates
on each of the sample points between steps [29].

2.3.1 Ray-casting in VR. Because of the power of ray-casting in
rendering realistic images, by appropriately adapt it into VR appli-
cation, we can produce convincing visuals and fascinating graphics
for VR users. One obvious issue with this, though, is the rendering
performance. By longer rendering time, it means to delay the visual
further behind the desired image corresponding to the physical
viewing position.

There have been efforts to make ray-casting more efficient to be
acceptable at an interactive performance for specific cases. In the
case of cloud rendering, some study proposed screen-space scat-
tering as a part of an efficient physically-based rendering method
[9]. There is also a method that models the cloud into volumes
of spheroids that allows the calculation to be done separately on
CPU and GPU [16]. In the second example, they simulated the light
scattering between spheroids on CPU, then sorted the spheroids
according to the distance to the viewing position, and finally calcu-
lated the amount of radiance on rays by applying the changes in
the amount from the spheroids on GPU in the sorted order. Further-
more, the thought of rendering volumetric features of the fog onto
billboard sprites are already proposed in [5]. The method described
in the article shares a similar methodology with FOLAR, where both
methods use fragment shader that renders the fog onto billboard
sprites in order to achieve real-time performance.

3 MATERIAL AND METHODS

In this section, we will describe all the steps and materials for
FOLAR and the parameters that we used for the study, as well as
the ray-casting method we used as a baseline result in comparisons
with FOLAR.

3.1 Delimitation and Assumptions in FOLAR

For Virtual Reality applications, we have introduced some delim-
itation and made several assumptions in the design of FOLAR in
order to achieve interactive performance.

In order to make the best use out of the hardware, we designed
FOLAR based on one usage of particle systems named particle fog,
as described in [1]. With particle systems, we render large dynamic-
textured transparent billboard sprites that always face the camera or
the position of the viewer’s head in virtual space. This methodology
gives FOLAR several limitations in fog dynamics. There will be no
simulation on how air flows effects the texture of the fog; the fog
can be animated only by moving in large groups and with animated
textures. Those limitations are the characteristics of particle fog
addressed in [16].

In order to convince the viewers that the fog is volumetric, we
designed FOLAR as an approximation of ray-casting methods. We
implemented FOLAR mainly as a fragment shader applied to the
particles, with each particle being rendered as the appearance of
the corresponding volume. As we display the rendered result on
individual particles, we may expect lousy approximation when the
volumes of the particles collide, but in terms of visual correctness

in variable viewing angle, this should still be a considerable approx-
imation. This method can also be seen in [16] as well, and this issue
is also mentioned in their works.

In aspects of the illumination process and ray-related approxi-
mations, in order to achieve real-time performance, we assume that
the fog has the following properties, which applies to both FOLAR
and the ray-casting method:

(1) The fog scatters all of the radiance that it absorbs;

(2) Light absorbed at any position in the fog is scattered evenly
among all directions;

(3) For light from the back of any particle, only out-scattering
will be considered;

(4) The fog is overall evenly distributed, so that in some cases
by using an average value for the whole fog is most likely to
be considered a valid approximation, such as using the same
attenuation cross-section over the whole volume of the fog
for the simulation of light scattering;

(5) All light scattering or attenuation calculations are limited to
Mie Scattering and Beer-Lambert law so that the wavelength
of light does not have any effect in the calculations;

(6) The fog is evenly illuminated by ambient lights, such as
sunlight.

3.2 Useful Mathematical Functions

Throughout the whole description of FOLAR, we may make use of
some mathematical functions frequently for simplicity and their
frequent use in computer graphics. Preferably, we keep our defi-
nitions as close as possible to the definitions from the reference
manual of the shader language Cg [7] from NVIDIA Corporation.

3.2.1 Clamping Function. Clamping function is a helper function
that limits a scalar variable x to a certain range [a, b], written as:

clamp(x, a, b) = max(a, min(b, x)) (1)

Note that by definition the result of clamping is a if a > b, but we
will avoid this case in any usages by all means.

3.2.2  Linear Interpolation Function. Linear interpolation function
is a fast and useful way to find a linear transition between two
values. For two variables a and b, both scalars or vectors of the same
dimension, and a scalar value f, we define the linear interpolation
function as

lerp(a,b, f) = (1 - fla+ fb @)

Notice that when f equals 0 or 1, the result of the function is exact
a or b even with floating point errors considered, based on how
modern computers implements multiplication; otherwise, when
f ¢ [0, 1], this function actually behaves as a linear extrapolation
function.

3.2.3 Two-argument Arctangent. This function is useful to convert
Cartesian coordinates (x, y) to polar coordinates (r, ) of the same
point by definition:

0 = atan2(y, x) (3)

noticing that y needs to be the first argument of atan2.



3.3 Pre-defined and Pre-rendered Models

Before real-time rendering, we prepared several materials under our
ad-hoc definitions to allow real-time rendering at the expected per-
formance. The materials allow us to avoid the use of ray-marching
or similar algorithms that depends on repeated iteration along every
ray, which could cause potential drops in rendering performance.

3.3.1 Fog Spheroid and Fog Density with Noise. We define a fog
spheroid (or simply spheroid) as a volume of fog with noise textures
and the approximated rendering of it based on its volumetric fea-
tures. We will build our fog volume with spheroids and render each
spheroid onto a billboard sprite as a particle in the particle system.
The spheroid is not defined for real-time simulated fog or smoke,
nor do we introduce any dynamics for the spheroid. However, the
dynamics of fog may be achieved by using animated textures and
the particle system itself.

For simplicity, we assume that the amount of light attenuated
on a ray through its volume is scattered by a fixed proportion and
distributed evenly among all directions. The rate of light attenuation
and the amount of light scattered to all directions on any position
are determined by the attenuation cross-section and the albedo. In
our case, we set albedo as a constant value and let a fog density
function serve as the normalized attenuation cross-section of the
fog spheroid.

The density value is defined as a function Density(v) of posi-
tion » with the origin at the center of the fog particle, which is
further subdivided as the product of two functions, Texture(v) and
Distrib(v), i.e.:

Density(v) = Texture(v) - Distrib(v) (4)

where Texture(v) is a function to introduce a random texture to the
distribution of density with the expectation value of the function
E[Texture] = 1, and Distrib(v) is a function that scales the noise
texture Texture(v) with a quadratic distributed value in order to
give the final result of Density(v) a smooth transition in the values
from the center to the edge of the spheroid.

The main usage of Density(v) is to find the attenuation cross-
section at certain position, defined as:

o(v) = ¢ * Density(v) (5)

where & is a constant that marks the average attenuation cross-
section of the fog that is desired in real applications, referred as fog
density constant or fog density.

Noise Texture from Fractional Brownian Motion and Perlin Noise.
For the noise texture used for natural random distribution of density,
we adapt a fractional Brownian motion (fBm) method described
by Iiiigo Quilez [24] on gradient noises such as Perlin noise [22]
and Simplex noise [21]. This method is introduced in a technique
to generate the random texture for cloud rendering [16] to intro-
duce the roughness detail in noise because of its non-differentiable
property in general.

Firstly, we define a gradient noise function Noise(v) as a func-
tion of a 3-dimensional position © with the expectation of the noise
E[Noise] = 0; in concern of the directional artifacts that Perlin
noise introduces as described by Gustavson [12], we choose to

Tianli Zhang

use Simplex noise as the gradient noise function and adapted Ken-
jiro Takahashi’s implementation! in Cg adapted from Ashima’s
implementation? for this study.

Secondly, we adapted Inigo Quilez’s fBm method [24] in gener-
ating the a intermediate value noise with suggested parameters,
ie.:

n
fBmNoise(v) = Z w! Noise(s ‘o), w=0.5,s=2,n=5 (6)
i=1
knowing that the weighted summary of Noise(v) still give an ex-
pectation value of E[fBmNoise] = 0.

Finally, with fBmNoise(v), parameter a to control the scale of
the randomness, and parameter sy and v as the scale and offset
of positions in noise generation, we can produce a decent noise
texture with the following definition:

Texture(v) = clamp(«a - fBmNoise(spv + vg) + 1,0,2)  (7)

in which we added a scale factor a to control the scale and range of
the values in the noise texture while we clamped the value in [0, 2]
to avoid negative values. For normal cases, @ = 1 could generate a
strong noise and a = 0 completely removes the noise texture from
the rendering process; for our study, we used a fixed value of ¢ = 1
for simplicity.

Quadratic Distribution of Expected Density. To specify the range
of fog for one particle, also to provide a soften effect to individ-
ual particle, i.e. gives the particle a transition on fog density from
the center to the edge, we scale the values from the random tex-
ture Texture(v) generated in the last section by a certain amount
Distrib(v).

In need of calculating light attenuation for the later illumination
steps, as shown in figure 2, we chose the positive part of a vector-
form centered quadratic function as Distrib(v) with an apparent
spherical range:

v
Distrib(v) = intensity - max(1 — || ——||2,0) (8)
range

By giving the parameter range, we are able to scale the visual
size of the particle and the scope of Distrib(v) as Distrib(v) = 0
when ||v|| >= range; with parameter intensity we simply scale
the result value up at will without changing the visual size of the
particle.

The reason for choosing a quadratic function is that the value of
the function on a line is still a quadratic function of linear position
on that line, as visualized in figure 2.

3.3.2  Icosahedron Interpolated Ray-mapped Texture. To eliminate
the process of iterated calculations in real-time rendering, we cre-
ated a unique method to model the volumetric features of a fog
spheroid to allow us to find intermediate values to get the final
result of the volumetric rendering trivially.

Since a fog spheroid is intuitively a spherical volume of partic-
ipating media, it has a certain degree of symmetry or similarity
over rotations to the center of the spherical volume. This character
allows us to use a ray-positioning method similar to the spherical
coordinate system, which specifies rays relative to the center of the

Uhttps://github.com/keijiro/NoiseShader/blob/master/Assets/HLSL/SimplexNoise3D.
hlsl, retrieved June 18, 2019
Zhttps://github.com/ashima/webgl-noise, retrieved June 18, 2019
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Figure 2: The value of the quadratic function f (in red) on 2D
line L (in blue) is a quadratic function g (in green) of linear
position on that line.

fog spheroid. One ray could be determined by its direction vector
and components of the position of the origin that is perpendicular
to the direction vector, since adding any ratio of the direction vector
to the origin point leads to the same ray as before.

In aware of this, we designed the method called Icosahedron
Interpolated Ray-mapped Texture. The model maps certain sets of
parallel rays (which are called parallel-groups) with the same direc-
tion vector onto the coordinates on textures as ray-mapped textures.
Specifically, 12 groups of parallel rays are paired with the 12 tex-
tures, with the direction vectors of each group of parallel rays
determined by vectors of the 12 vertices of a regular icosahedron.

Under this model of positioning of rays, we are able to store the
volumetric information of a fog spheroid onto 2D textures, with
each sample on the texture mapping to a specific ray. In real-time
rendering, the volumetric information is extracted by interpolating
among samples mapped to rays close to the ray in the calculation.
Determined by the icosahedron, the modeled rays only have 12
possible directions; in our design, only 3 of those are "close to" any
calculated ray. This is due to our specific icosahedron construction.
With a weighted average of three samples from the textures de-
pending on differences between the directions, we can successfully
extract the volumetric information from the model.

In this section, we will specify the mathematical details of this
model and the volumetric information that we stored in the model
for real-time rendering in FOLAR. The real-time usage of the model
will be described later in section 3.4.2 along with the method to
extract the volumetric information from the model.

Parallel-groups of Parallel Rays. Since the amount of attenuation
is a result of continuous out-scattering along the ray direction
towards the camera, the values of attenuation are mapped to rays,
which contain both positional and directional information, rather
than positions or directions only.

For our usage, we determine the ray with with an origin position
and the direction of the ray. As shown in the figure below, we
determine ray rayn, . by a direction vector n and the positional
offset v that is perpendicular to n, which is also the distance from
the particle center O to the ray; for any point P on ray rayn, v,
OP = v + An for some real number A.

Figure 3: Direction vector n and positional offset v from
point O to determine ray rayn,

As shown in figure 4, we specify a set of special rays by grouping
the rays into multiple parallel-groups, that rays in the same group
are towards the same direction; for a group k, we set the common
direction vector to be nj. To find the positional offset © of any ray
in the group, we specify an up vector i that is perpendicular to ng;
with the up vector iy and a right vector j, = nj Xiy, any positional
offset v can be represented with a combination of scaled up vector
and right vector, i.e. vy ¢ = (x,y)x = uig +v ji. Notice that ny,
i, and j are all normalized vectors.
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Parallel Group k

Figure 4: In parallel-group k in which all rays shares the
same direction vector ny, the positional offset v, of a ray in
parallel-group k determined by the direction vector n; and
the up vector iy, represented as a combination of iy and j
with ji = ng X i.

Ray-mapped Texture. With the parallel-groups defined in the
previous sections, we will sample useful values for each ray in a
manner that respects the parallel-groups and store the values onto
2D textures, while the rays to be sampled is chosen according to
the texture coordinates of the color samples on the texture.

The values of every ray in each parallel-group are mapped onto
one single ray-mapped texture. Given the normal vector n of the
parallel-group, the value of any ray valyqy,, ,, is mapped to a scaled



position on the texture with the coordinate of kv + vg, where k
is an arbitrary number that allows all useful values to be fit into
the texture at any 2D coordinate system for the texture (e.g. UV
coordinates), and vy is the coordinate of the center of the texture.

Light Attenuation Values on Rays. For every ray mapped onto a
sample on the ray-mapped texture, we specifically calculate two val-
ues for each ray and encode them into 32-bit floating-point samples
that is stored on 2D texture images, sharing the same method for
interpolations between samples (e.g. bi-linear interpolation) when
looking for inter-sample values.

The 3 integrated values represents the optical thickness along
the ray path through one fog spheroid. According to the light out-
scattering formula [23], the total transmittance of light through the
fog spheroid (despite of the presence of in-scattering) are calculated
given assumption (1) that light is absorbed at the same rate among
all directions:

Tray e /:’:o Oray(t)dt _ e fmy & Density(v)ds )

By taking the negative of the natural log value of the transmit-
tance value and setting the fog density constant & to 1, we find
our first value for the samples, which is treated as a normalized (in
terms of setting & = 1) optical thickness value:

Tray = —InTyqy = / Density(v)ds (10)
ray

Since the function Density v are calculated from fBm noise with
limited iteration depth, which is in fact still a fractal noise, the
integral can be calculated in a trivial fix-step summation method
with the step small enough; we used a step size of 0.02 in our
implementation.

After that, we could add an additional value, the radius or the
half length of the ray path inside the spheroid, into the sample just
for convenience, despite that it can also be calculated real-time. The
radius is represented in a normalized way by setting the radius of
the spheroid to 1:

Trayn,o =

7 herosa — I2IE = VI=TOIE (1)

Finally, we put the two values together in a vector form,

S= (frayarray) (12)

encoded as 32-bit floating-point samples that could be easily stored
in popular image formats (for our case, we used OpenEXR format
[6] since we need to store values that is beyond range [0, 1]).

For rays with no collision with the volume of the modeled spher-
oid, the calculation of all four values are skipped and zeros are
assigned to the sample.

Ray Orientations Based on Specific Icosahedron Construction. To
specify the direction vector of each parallel-group, we constructed
a regular icosahedron in a specific way with its center at (0, 0, 0)
and the distance from the center to each vertex equals 1, and set the
direction vectors of each group to be matching the vector from the
center to each vertex. In this way, the number of parallel-groups is
fixed 12.

We adopted a unique method to construct the icosahedron, as
indicated by Andrew [31]. As shown in figure 5, all the vertices of
the icosahedron are on axis-aligned planes, forming three identical
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rectangles perpendicular to each other. We specifically call this
method 3-rect icosahedron construction. The orientation of icosa-
hedrons constructed in this way allows us to use a simple way to
sample the values from the Icosahedron Interpolated Ray-mapped
Texture, described in the next section. The exact coordinates of the
vertices are listed in table 1, mapped with the normal vectors and
up vectors of each parallel-group.

With normal vectors and up vectors defined, we prepared a set
of 12 ray-mapped textures corresponding to the 12 parallel-groups.
By assigning an arbitrary ratio of the size of the texture, the size
of the modeled fog spheroid (in our cases, the spheroid is set 80%
wide as the square-sized texture), and a useful resolution for the
texture (512 X 512 in our cases), the positions of all rays can be as
well determined.

Facet Tracing for Real-time Rendering. In real-time rendering, we
use a specific interpolation method to find approximated values for
an arbitrary ray through a fog spheroid, which will be described in
later sections. In the interpolation, only values from three of the ray-
mapped textures will be sampled and averaged with weights. The
three ray-mapped textures are selected according to the direction
of the ray: we shoot a ray with the same direction from the center
of the icosahedron to the surface of it, knowing that it will hit one
of the facets of the icosahedron, then we decide on the three ray-
mapped textures corresponding to the three vertices of the facet
the ray hits by looking up the indices of the vertices. We especially
name this process Facet Tracing in FOLAR.

As a benefit of our specific construction of the icosahedron, we
are able to find the facet by judging a few conditions and look up a
predetermined table with the conditions, namely the facet table.

Since the icosahedron shown in 5 is symmetrical over all three
axis-aligned planes, we first decide which octant contains the ray.
In order to refer to each octant, we name the octants with + or -
marks after the three axes showing that if the octant is positive or
negative for each axis, e.g. X-Y+Z-.

After that, in any of the octants, there are explicitly 4 facets that
is possible for the ray to hit. As shown in the figure 6 for octant
X+Y+Z+, there are three right triangles, i.e. A AA’C, ABB’A, and
A CC’B, around a equilateral triangle, i.e. A ABC, with a rotational
symmetric layout. By connecting AO, BO, and CO, we get three
distinct volumes that is separated by the three triangles A ABO,
A BCO, and A ACO, so that we can simply determine which facet a
ray from the origin O hits by looking at the dot product between
the direction of the ray and the normal vector of the three triangles.
Specifically, we set the normal vectors to:

ny = (-1.618,2.618,1), (13)
ny = (1,-1.618,2.618), (14)
n, =(2.618,1,-1.618) (15)

and if the dot product between the direction of the ray d and either
of the normal vectors above is negative (if there are multiple nega-
tives by accident, choose either one), we mark the conditions as X-,
Y-, or Z-; otherwise N for all positives.

Given the conditions of octants and directions, the facet table can
be represented below as a look-up table with pre-assigned numbers
for each facet of the icosahedron:
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(a) Perpendicular rectangles only

(b) Icosahedron only

(c) Both shown

Figure 5: 3-rect construction of a regular icosahedron with all its vertices on axis-aligned planes

Table 1: The exact coordinates for each vertex to construct the icosahedron and the corresponding direction vectors and up

vectors of the parallel-groups

Index Vertex Direction Vector Up Vector
0 A1(-0.8507,—0.5257,0.0000) ng = (—0.8507,—0.5257,0.0000)  uo = (0.0000, 0.0000, 1.0000)
1 Az(—0.8507,0.5257,0.0000) ny = (—0.8507,0.5257,0.0000) u1 = (0.0000, 0.0000, 1.0000)
2 A3(0.8507,-0.5257,0.0000) ny = (0.8507, —0.5257,0.0000) uz = (0.0000, 0.0000, 1.0000)
3 A4(0.8507,0.5257,0.0000) n3 = (0.8507,0.5257,0.0000) u3 = (0.0000, 0.0000, 1.0000)
4 B1(0.0000, —0.8507, —0.5257)  n4 = (0.0000,—0.8507, —0.5257)  ug = (1.0000, 0.0000, 0.0000)
5 B5(0.0000, —0.8507, 0.5257) ns = (0.0000, —0.8507, 0.5257) us = (1.0000, 0.0000, 0.0000)
6 Bs3(0.0000, 0.8507, —0.5257) ne = (0.0000, 0.8507, —0.5257) ug = (1.0000, 0.0000, 0.0000)
7 B4(0.0000, 0.8507, 0.5257) n7 = (0.0000, 0.8507,0.5257) u7 = (1.0000, 0.0000, 0.0000)
8 C1(-0.5257,0.0000,—0.8507) ng = (—0.5257,0.0000,—0.8507)  ug = (0.0000, 1.0000, 0.0000)
9 C2(0.5257,0.0000, —0.8507) ng = (0.5257,0.0000, —0.8507) ug = (0.0000, 1.0000, 0.0000)
10 C3(-0.5257,0.0000, 0.8507) nyo = (—0.5257,0.0000,0.8507)  u1p = (0.0000, 1.0000, 0.0000)
11 C4(0.5257,0.0000, 0.8507) ny; = (0.5257,0.0000,0.8507)  u11 = (0.0000, 1.0000, 0.0000)

Table 2: The facet table

Octant Direction

N X- Y Z-
X+Y+Z+ 0 8 12 16
XY+Z+ 1 9 13 16
X+Y-Z+ 2 8 14 17
XY-Z+ 3 9 15 17
X+Y+Z- 4 10 12 18
X-Y+Z- 5 11 13 18
X+Y-Z- 6 10 14 19
X-Y-Z- 7 11 15 19

Given the index of the facet assigned, the index of the vertices
can be listed in another table, namely the vertex table. In our case,
the indices have to be put in a particular order such that the same
index in different rows (for different facets) is seen at the same
column in the rows to avoid artifacts in the rendered result, as
seen in figure 7. This issue might be due to inconsistent behaviors

when neighboring fragments are using different facet to sample
the model as a result of using integer indices on GPU. We are not
sure how this comes to be an issue on our hardware, nor does it
serves as the primary purpose for this study, but given our condition
of the hardware, we insist on this specific way of specifying the
vertex table. As a result of this, each row has to contain at least four
columns, leaving one “null” indices for each row. The exact table
we used is shown below:

3.3.3  Light Scattering Models. In this section, we prepared two
models to allow us to approximate the amount of light that the
laser contributes to the surround fog volume, in order to sufficiently
remove any of the iterated illumination steps in real-time. As as-
sumed in section 3.1, we treat the fog density, which is proportional
to the attenuation cross-section, to be the same as a whole by ig-
noring the noise texture of the fog. In consequence, we model the
values as a function of the distance to the laser and the attenuation
cross-section.

In the first section, we model the amount of radiance that any
position receives in an infinite volume of homogeneous fog illu-
minated by the laser as Light Scattering Model. The calculation is
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Figure 6: The 4 facets that is clipped into one octant, with
the three normal vectors used to determine which facet the
ray from the center of the icosahedron hits

Table 3: The vertex table

Facet Index Vertex Index

0 4 8 - 0
1 4 - 2 9
2 1 8 6 -
3 3 - 6 9
4 -5 10 0
5 -5 2 11
6 17 10 -
7 3.7 - 11
8 1 8 - 0
9 3 - 2 9
10 1 - 10 0
11 3 - 2 1
12 4 5 - 0
13 4 5 2 -
14 1 7 6 -
15 37 6 -
16 4 8 - 9
17 -8 6 9
18 - 5 10 11
19 -7 10 11

done by iterating the calculation on the total amount of radiance

from the surrounding volume received on every sampled position.

The initial condition of the iteration is a one-step illumination from
the laser, with the amount of radiance on the laser to any direction
to be exactly 1. Since the amount of radiance on any position and
direction is in proportion to the result of the calculation from this
initial condition, we can control the lightness of the laser in the
rendered result by scaling the illumination value contributed by
the laser.

Figure 7: Line-shaped artifacts in the rendered result when
facet indices are assigned in random orders in the rows of
the vertex table

In the second section, we integrate the values from the first
section along rays that is perpendicular to the laser as Integrated
Light Scattering Model. As a result, we can avoid iterated calculations
in real-time rendering such as ray-marching, but instead find the
desired value from this integrated model.

Light Scattering Model. Given the amount of received radiance
L5 (x) as a function of the distance to the laser x with the parameter
of attenuation cross-section & and a constant albedo p, the iterated
calculation can be expressed with a recursive formula of additional
radiance received from all surrounding volume Lg])(x) in the 5-th
iteration, which is a summation of radiance over the volume by
dividing the volume into N X N X M unit cubic cells of width [:

(n+1) SIRSER SRt e 7%
Ly e = >0 > > 1y (X1)~l3~m,
i=—N j=—N k=—M A2

X1 =11 (6, 0, X2 = ||l - (i, ), k) = (x,0,0)|,n 20 (16)
with its initial condition as a summation of radiance from the laser:
M -6X
0 e
LYW = Y Ligser oz X = 106, 0.kD[|. Ligser = 1 (17)
o ¥ 41X

The final result of L5 (x) is a summation of all intermediate results
of the iterated calculation:

H
Lo(x) = 3 1) (18)

7=0
In our implementation, we stored the values onto a 2D texture
with each pixel on normalized coordinate (u, v) mapped to certain

values of x and &, that is:

x = X(u) = £20¥710 (19)
& =D(v) = 10*772 (20)
which allows us to model the illumination values on fog densities
from 0.01 to 100 and a maximum distance of e!0 to the laser with
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dense samples near the laser and sparse samples far from the laser.
In between of the samples, the value of Ls(x) is found by linear
interpolation on the texture with corresponding u and v with clamp-
ing to range [0, 1]; in our study, the average value of & is always
in [0.01, 100] and the value of L5 (x) when & > !0 in our model is
very close to 0 so that it does not cause noticeable differences in
visuals by clamping.

For our study, we stored L5 (x) and the intermediate result Lg])(x)
in 32-bit floats on a 2D texture of resolution 256 X 256. The param-
eters that we used for the study are: H =10, p=1,N =30, M = 1,
and [ as a function of v as [ = 0.5¢4%" /256, which gives us decent
results that we could conduct our study with.

Integrated Light Scattering Model. As described earlier, we pre-
pare the integrated light scattering model by integrating L5 (x) over
rays perpendicular to the laser with a distance of x in between;
with this model we can approximate the amount of radiance on
any ray gained in any range when the ray is not perpendicular to
the laser.

laser

\

ray ray

Figure 8: The argument A is defined as the offset of some po-
sition A on the ray to the position on the ray with minimum
distance to the laser O on the direction of the ray, so that
OA = Ady gy for the case in the figure.

By adding a new argument A representing the amount of offset
on the ray as shown in figure 8, the integrated light scattering
model are defined as function:

A ~
Lox(d) = /0 La(]lGe, DD dA (21)

so that given the fog density constant & as the attenuation cross-
section in average and a ray perpendicular to the laser with distance
x in between, the amount of radiance L. ,_,} on the position A = ¢
gained from the range A € [a, b] of the ray can be calculated by:

Ly/a(la,b] = ¢) = (L, x(b) = Lg,x(a))e™%° (22)

For rays with an arbitrary angle 0 between its direction and the
laser, the amount of radiance is approximated by scaling a, b, and
the result by a trigonometric function value:

Ls,x(bsinf) — Ls x(asinf) _;.
e

Lo([a,b] = ¢) = pr—

(23)

In our implementation, we stored L, x (1) in 32-bit floats on a
3D texture of resolution 256 X 256 X 256, mapping the parameters

Vertex Shader

\ /
Input of
/ Fragment Shader /
S — P N —— é

Ray Offset to Find Range of Ray
Center of Spheroid Inside Spheroid

Facet Tracing and Find Nearest Position
Texture Sampling on Ray to the Laser

l

Interpolation in Facet

Models and Parameters

........................................ Sample Integrated
Backgr 01.1nd Light Scattering Model
Attenuation

] Nlumination
> Fog Coloring < from Laser

Output of
Fragment Shader

Figure 9: Task graph of real-time rendering in FOLAR

and the argument A the normalized coordinate (u, v, w) as:
x = X(u),6 = D(v), A = X(w) (24)

with definitions of the functions from equations 19 and 20; since
the values of L5, x(1) may exponentially increase or decrease, we
actually stored the logarithm value of L in the texture.

The integration is approximated by a 10-step summation per
sample on coordinate w, i.e.:

L, x(X(n/256)) = Ls, x(X((n — 1)/256))
9
+ 3 (Lo (11, A1) + Lo (166, A )ID)e 03 At A) . (44— 2y),
i=0

i = X((n+0.1i)/256)),n € Z,n >0 (25)
with an approximated value for the initial condition:

L, x(X(0)) = L5 (x) - X(0) (26)

3.4 Real-time Rendering

With the materials prepared as described in the previous section,
real-time rendering can be implemented with shader programming.
We made use of the shader language Cg with additional functional-
ity and rendering support from Unity to allow us to visualize the
rendered result on flat display or in VR. The shader is applied on
a ParticleSystem component in Unity with the billboard sprites
facing the camera (or the virtual head of the viewer in VR).

The process of the real-time rendering can be shown in the task
graph 9, with the dependency between tasks drawn as arrows. In
our study, we implemented the whole process in Unity’s Vertex and



Fragment Shader (3], with the grammar of Cg. We calculated the
attenuation of light from the background first and the amount of
radiance from the laser second, finally coloring the fog in desired
ways.

In the following text, we will describe the implementation of the
vertex shader in the next section, how to determine the attenuation
of light of rays from the background in section 3.4.2, how to deter-
mine the amount of radiance that the laser contributes to each ray
in section 3.4.3, and the way we visualized the light values to allow
us viewing the result in section 3.4.4.

3.4.1 Vertex Shader. In the vertex shader, certain arguments needs
to be calculated before being interpolated by the hardware and
passed to the fragment shader, which contains but not limited to:

(1) The size/scale of the spheroid rendered on the particle.

(2) The projected coordinate of the fragment in screen space, in
order to find the position of the ray hitting the background by
sampling the depth texture; can be replaced with arguments
for the same purpose.

(3) The relative position of the perspective camera to the frag-
ment; when normalized, it serves as viewing direction or ray
direction.

(4) The relative position of the perspective camera to the center
of the spheroid.

(5) The position of the fragment in world space.

(6) The relative position of the fragment to the center of the
spheroid in world space.

There are multiple ways to prepare the parameters in the vertex
shader in Unity, and it would differ if this is implemented on dif-
ferent rendering platforms even if the shader is still programmed
in Cg. Our implementation of the vertex shader function vert ()
and the definition of the input and output structure of the vertex
shader are exactly as below, notice the numbers in the comments
of struct v2f corresponding to the numbering in the argument list:

struct appdata

{
float4 vertex : POSITION;
float4 center : TEXCOORDQ; // Assign "Center(xyz)"
// and "Size(w)" to the custom vertex stream
// of ParticleSystem
b
struct v2f
{
float4 vertex : SV_POSITION;
float size : TEXCOORD1; /7 (1)
float4 clipPos : TEXCOORD2; /! (2)
float3 viewDir : TEXCOORD3; /7 (3)
float3 viewDir@ : TEXCOORD4; // (4)
float3 worldPos : TEXCOORDS5; // (5)
float3 worldOffset : TEXCOORD6; // (6)
b
v2f vert(appdata v)
{

v2f o;
o.vertex = UnityObjectToClipPos(v.vertex);
o.color = v.color;
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.size = v.center.w;
.clipPos = o.vertex;
.viewDir = WorldSpaceViewDir(v.vertex);
.viewDir@ = WorldSpaceViewDir(
mul (UNITY_MATRIX_M, float4(v.center.xyz, 0)));
o.worldPos = mul (UNITY_MATRIX_M, v.vertex);
o.worldOffset = o.worldPos - v.center.xyz;
return o;

O O O o

3

3.4.2  Attenuation of Light from the Background. In this section, we
will describe the method to find the optical thickness of the fog
by taking samples from the Icosahedron Interpolated Ray-mapped
Texture. This is done in three steps, firstly find the offset of the pri-
mary ray to the center of the spheroid, secondly do the facet tracing
with the direction of the primary ray as specified in section 3.3.2 to
determine which three ray-mapped textures do we take samples
from, also find the UV coordinates of the samples, and finally inter-
polate between the samples from the three ray-mapped textures.
The sample from the Icosahedron Interpolated Ray-mapped Texture
are in form of S = (%, r), to be further used in section 3.4.3.

Ray Offset to the Center of the Spheroid. Before making use of
our prepared models, we need to first calculate the offset of the
primary ray to the center of the fog spheroid, which is defined as the
shortest vector from the latter to the former. This offset represents
the distance from the primary ray to the center of the fog spheroid,
as well as showing the position on the ray nearest to the center.

Given argument (3) as I and (4) as lo, that is the relative position
of the perspective camera to the fragment and to the center of the
particle, the offset vector o and the direction vector of the ray d is
found by:

-1y I
ST T
With the offset vector, we are able to find the UV coordinates to
sample on certain ray-mapped textures in later steps.

(27)

Facet Tracing and Texture Sampling. In this section, we sample
the values modeled in the ray-mapped textures given the direction
vector of the primary ray d and its offset to the center of the fog
spheroid o, then interpolate between the samples from ray-mapped
textures that are mapped to different parallel-groups.

Using the facet table and the vertex table specified in table 2 and 3
in section 3.3.2, we are able to find out three indices k;,i = 0,1, 2 as
the choice of ray-mapped textures from which we will take samples,
skipping the null indices for the mathematical representations (e.g.
ki = 4,2,9 for facet index 1). As described for Facet Tracing, the
vertices of these indices on the icosahedron forms a triangular
facet that a ray of direction d from the center of the icosahedron
intersects with the facet.

Known the indices, we will find three rays rayn, ,v,, in the
parallel-groups of indices k; that is close enough to the primary
ray that we are rendering. The positional offset v, of rayn,, o,
as shown in figure 8 is specified in polar coordinate (r,, 0, ) for
parallel-group k; (notice that uy, is defined as a 2D vector as shown
in figure 8). In our implementation, the angle 6 is set to be the angle
between uy, and the up vector of the camera ucqm projected onto
a plane with normal vector d (the same as the direction vector of
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Figure 10: With ray OP and facet A ABC, the sample on
the ray is the weighted average of the three samples with
weights depending on the distance between the direction
vectors, xg, x1, and x»

the ray), and the radius r equals to the length of the offset o divided
by the size of the spheroid size:

vk, = (rg, cos O, 1, sin O, )k,
Tk, = [lo]|/size, gki = atanz((“ik XUcam) - d, Uj, Ucam) (28)

With the three positional offset vectors vy, we can easily take
samples from the three ray-mapped textures with corresponding
indices, as specified in the Ray-mapped Texture part of section 3.3.2.

Interpolation in Facet. After we found the three samples from the
ray-mapped textures, namely S;, i = 0, 1, 2, we need to interpolate
between them to find a usable sample for fog coloring and illumi-
nation. As shown in figure 10, this interpolation is interpreted as a
weighted average of the three samples:

2
S= —Z’;‘) wiSi (29)
2 i=o Wi
The weight w; is determined by how close the direction vector of
the ray d is to the three direction vectors of the parallel-groups ny,,
assuming they are normalized; in our implementation, we simply
determined the weight by a clamped linear function:

w; = max{1 - x;/0.99,0},x; = ||d — ng,|| (30)

Since the weight is determined by distance, the approximation
introduces “dead areas” when the direction vector of a ray is nearly
parallel to the direction vector of one parallel-group (since the
weights of any other parallel-groups are 0 because of the distance).
The “dead areas” can be avoided by using triangle-based interpola-
tions, however in forms of rendered results, this “dead areas” does
not introduce any visible artifacts as the weights are continuous
over the directions. It would generate a satisfactory result without
more expensive calculations, such as cross-products.

3.4.3  Illlumination Value from the Laser Beam. In this section, we
will prepare a set of intermediate variables in a specific before
sampling the integrated light scattering model, and then make use
of the value sampled from the model.

To simplify the process, we need to do the calculations in laser
space, i.e. a rotated and translated variant of the world space where
the laser is precisely on Z-axis, with a direction vector of (0, 0, 1), so
that some calculations can be done by simply switching the vector
components.

Find Range of Ray Inside Fog Spheroid. To find the radiance value
of a range from the Integrated Light Scattering Model, we need
to calculate the offset of the two ends of the range of the primary
ray inside the fog spheroid, as specified in the definition of the
Integrated Light Scattering Model in section 3.3.3. The range of the
primary ray will be given in the form of offset value A as described
in figure 8.

Figure 11: The offset of NM is found by calculating the ra-
tio of OM - dxy to the magnitude of dxy, where dxy is the
projection of d on X-Y plane in laser space.

Given the sample Syqy = (fray,’ray) from the Icosahedron
Interpolated Ray-mapped Texture, we know that the range of the
ray inside spheroid is in form of A € [Amin, Amax] = [c —r,c+ 7]
with ¢ as the offset from the nearest point N to the mid-point of
the range of the ray inside spheroid M as seen in figure 11.

To find ¢, we project the direction vector of the primary ray d =
(dx, dy, d,) onto the X-Y plane as vector d xy, and then find the ratio
of NM to d by projecting d and OM onto dxy (any components
parallel to the laser or N’N is removed by doing the projection),
which is exactly c:

_ OM- dxy

¢ = W,dXY = (dx,dy,o) (31)

while ¢ can also be used to find the position of N when given the
position of M in world space:

N=M-cd (32)

Considering the camera might be in the volume of the fog spher-
oid or the spheroid is partial inside the opaque background ge-
ometry, the actual range of the ray inside spheroid should be
[Amin, Amax] = [c+clamp(—r, ream, —rbg), c+clamp(r, reams, —rbg)],
in which r¢qm is the distance from the camera to the fragment and



rpg is found by scaling rcqm by the ratio of the depth value of the
background to the one of the fragment:

Tbg = Tecam * depthbackground/depthfragment —Tcam  (33)

In our implementation, we assigned M with the position of the
fragment as an approximation, which makes OM exactly the posi-
tion of the fragment in laser space; since we specified the billboard
sprites of the particle system to be always facing the camera instead
of aligning to the viewing direction as mentioned at the beginning
of section 3.4, the position of the fragment is close to the precise
position of M. This can be replaced with the precise position with
further calculations, but we choose using an approximation for this
study nonetheless.

Find the Nearest Position Inside Spheroid on the Ray to the Laser.
In order to render a better detail of the laser passing through the fog
(where the laser looks dimmer when the fog density is thinner and
vice versa), we sampled the noise texture once at the nearest posi-
tion on the ray to the laser to introduce this effect to the rendered
result.

The nearest position is found by clamping the offset of N in
figure 11, the nearest position on the ray to the laser ignoring the
spheroid, into the range of the ray inside the spheroid. Since by
definition N is always of an offset of 0, the offset of the nearest
position inside the spheroid is precisely:

Ainside = clamp(0, Amin, Amax)) (39)

which allows us to find the position of the nearest position in the
spheroid in world space, similar to equation 32:

Ninside = Muworia + Ainsided (35)
where M,, 14 is the position of M in world space.

Sample the Integrated Light Scattering Model. As the final step, we
will take samples from the Integrated Light Scattering Model and
turn it into the amount of radiance from the laser as the rendered
result.

First of all, we need to find the distance from the laser to the
primary ray. Given laser-space direction vector of the primary ray
d = (dy, dy, dz) and also the laser-space position of the fragment p,
we firstly find the direction of the vector of minimum magnitude
between he laser and the primary ray ] by rotating the projection
of d on X-Y plane by 90 deg:

[=U/|I'l,I" = (~dy,dx,0) (36)

After that, the distance [ is found by projecting an arbitrary
vector from the laser to the primary ray onto I; the laser-space
position of the fragment p serves well for this, since the origin in
laser space is on the laser and the fragment itself is on the primary
ray:

I=lp-1| (37)

Also, we have to find the angle between the ray and the laser as
two skew lines in responsible to the way we sample the Integrated
Light Scattering Model according to equation 23:

dz +d?
sinf =4 —— 2 (38)
d3 +d + dz
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With all of the values we have found previously, the amount of
radiance is calculated by sampling the Integrated Light Scattering
Model according to equation 23 and scale the value by the noise
texture as well as the optical thickness 7,4y from the Icosahedron
Interpolated Ray-mapped Texture:

max

L, x(Amax sin0) = L x(Amin sin 0) 6_5-/1

rey — sin 0

Ninside —C
-c'r%Density(%) (39)
e

with C as the position of the center of the spheroid.

3.4.4  Fog Coloring. With the sample Syqy = (ray, ray) from the
Icosahedron Interpolated Ray-mapped Texture and the amount of
radiance gained by the laser L, 4y from the previous section, we are
able to present our visuals in either raw-but-informative or realistic
coloring; the coloring method are applied to both FOLAR and the
ray-casting method (which will be introduced in section 3.5) for
the comparison tests in our study.

Raw Coloring. Raw coloring is done by simply outputting the
optical thickness 7,4y = G%rqy in sample Sy 4y to the red channel,
the amount of radiance from the laser L4y to the green channel,
and the natural logarithm of L, 4y to the blue channel purely for
visualization purposes (not to be studied). To be precise, the output
of the fragment shader is in form of:

Craw = (rraw> graws braw, @raw) = (Traya Lyay, In Lyay, 1) (40)

with HDR (high dynamic range) color enabled so that values beyond
[0, 1] will not be clamped by the rendering pipeline.

Realistic Coloring. We did the realistic coloring in a relatively
simply way by mixing certain colors together according to the
values from the previous sections. Given the albedo color of the
fog Crog = (rfog»9fogs Pfog Afog) and the color of the laser beam
Claser = (rlaser’ Ylaser> blaserv 1)> we colored the fog by the fol-
lowing equations:

Crealistic = Ca * 0ta + Cr * atr, (41)
aq = lerp(afog, 0,7 7aY), (42)

Ca = (rfog:9fog> bfog @a)s (43)

ar =1~ (1+clamp(a - Lyqy,0, D) (44)

Cr =lerp((r1aser- Glasers biaser ar): (1,1, L ay),  (45)
clamp(1 - (a - Lmy)_b, 0,1)) (46)

in which we introduced parameters a and b to control how much
color of the laser we mix into the final output and how bright the
color is when the amount of radiance times a is greater than 1; we
kept on using a = 0.1 and b = 1 for the whole study.

3.5 Ray-casting Method

In order to compare the results of FOLAR to the results from other
methods as a reference, ray-casting methods are an obvious choice
for us, since our method is designed to mimic the ray-casting meth-
ods with the usage of VR in mind.

The ray-casting method we used for this study is a simple ray-
marching method with fixed marching step size and constant render
distance. The effect of both out-scattering and in-scattering along
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the primary ray are calculated without tracing secondary rays
caused by light scattering.

For each marching step, we add the attenuation cross-section, i.e.
o(v) = ¢ Density(v), of every particle multiplied by the step size to
the total optical thickness 7,4y Which is to determine how much the
light from the background is attenuated. The amount of scatter-in
radiance from the laser during each marching step is added to an
intermediate variable along the ray for each marching step and
attenuated by the average optical thickness (mean of attenuation
cross-section of the two steps times the step size) between the steps.
After the marching, the intermediate variable is treated as the total
amount of radiance from the laser L,y received by the camera.
To determine the amount of scatter-in radiance from the laser, we
used the iteratively simulated Light Scattering Model from section
3.3.3 as an approximation of it, without tracing along the secondary
rays.

The step size for all tests in our study (including the benchmark
study and image-based study) is fixed 0.01 with a constant rendering
distance of 5, which covers all the tasks in the comparative studies.

4 STUDY DESIGN
4.1 Benchmark Test

In order to validate the method for the desired time-efficiency, we
conducted benchmark tests based on mean rendering time on per-
frame basis (counting in both CPU and GPU in the measurements).
We fixed the configuration of the scene and vary certain parameters
one at a time for each measurement.

We conducted benchmark tests for two configurations of the
scene. Both scenes were rendered under N x N resolution, where
we varied N to control the number of rendered fragments. The
camera was positioned exactly at (0, 1.472, 0.910) with direction
vector (0, -0.851, -0.526) and up vector (0, -0.526, -0.851). The size
of particles are fixed to be 2, so that it fills the whole field of view
of the camera.

e Scene A: Exactly one particle is rendered at (0, 0, 0).

e Scene B: The particle in Scene A is rendered 10 times per
frame to mimic the usage of particle fog in actual applica-
tions.

The number 10 in Scene B is selected base on our assumption: to
make a dense and dynamic particle fog, in average 10 fragments
rendered on each pixel is enough.

For both scenes, we measured the performance of the method
under a set of render resolutions ranged from 50 X 50 to 3000 X 3000.
This allow us to control the number of fragments rendered every
frame. Since we want to fill the whole field of view of the camera, we
set the width and the height of any resolution to be identical, making
the field of view spherical. The width used in the measurements
for the two scenes are:

e Scene A: 500, 600, 800, 1000, 1500, 2000, 2500, 3000
e Scene B: 50, 80, 100, 120, 150, 200, 300, 500, 600, 800, 1000,
1200, 1500, 2000, 2500, 3000

To measure the mean rendering time, we run the two methods
one at a time under certain resolution for 20 consecutive frames
and record the time stamps in the end of each frame (including the
frame before the measured first frame) with the time stamp variable

Time.realtimeSinceStartup provided by Unity. The rendering
time of each frame is found by subtracting the neighboring time
stamps, and the mean rendering time is found by subtracting the
last time stamp by the first time stamp then divided by the total
number of frames, i.e. 20.

The hardware we conducted the benchmark tests consists of
an Oculus Rift and a computer with graphic card Radeon RX 580,
CPU Ryzen 5 1600X, and two 8GB DDR4 2134c8 RAM cards in
dual-channel.

4.2 Image Similarity

4.2.1 Scene Configuration. In the following study, we used always
the same configuration of the particle and the laser. It can be repro-
duced by positioning the particle at (0, 0, 0), the origin of the laser
at (-0.310, -0.252, 0) and the direction vector of the laser to be (0, 0,
1). All images are rendered in 512 X 512 resolution, with the field of
view of the perspective camera to be 60Af, the distance from the
camera to the particle always 1.73, the direction of the camera to
be always towards the particle, and the width of the square-shaped
billboard sprite of the particle to be 2, so that the particle fills the
whole field of view of the camera. Under the conditions above, we
will specify the camera for each test by giving the direction vector
and the up vector of the camera, since the parameters of the camera
can be reproduced with these vectors.

4.2.2  Quantitative Method. As FOLAR is designed to imitate the
images from ray-tracing methods with the same scene configura-
tion, for the quantitative study, we took measurements based on
a image similarity metric called sum of squared error (SSE) with
normalization on the image.

Before calculating SSE, we render the images of particles one
pair at a time with the scene configuration mentioned above in
raw coloring as mentioned in section 3.4.4 and store the rendered
result in a 3-channel-color image, preferably in OpenEXR format
that essentially allows the storing of HDR float-point values.

For each pair of those images, SSE is measured separately on
the red and blue channel (corresponds to 7,4y and Lyqy) with nor-
malization. Specifically, we firstly normalize the intensity of values
in the image per-channel by dividing the values by the standard
deviation of each channel:

Crl; ic
I°[i =I[l]—_l,c:=L0rT (47)

VEUC[i] - I¢)?

Then we calculate the SSE for each channel:
SSE©) = ) (S orarli1 = aycastinglil’se = Lore  (38)

We evaluated three sets of images, with the parameter of each
group exactly as below:

e Group 1: Camera direction parallel to the direction of one of

the parallel-groups and vary the fog density:

— Direction vector (0, -0.851, -0.526) and up vector (0, -0.526,
-0.851),

— Fog density 6 € {0.2,1.0,5.0},

— Marked as test image pair 1-x, with x chosen from 0.2, 1.0,
and 5.0 representing each fog density (e.g. image pair 1-0.2
or 1-5.0),



— Each image in the pair is marked with either prefix -f or
-1, representing the result from FOLAR or ray-tracing (e.g.
image 1-0.2-f or 1-5.0-r), the same below for all groups.

e Group 2: Camera direction parallel to the center of a trian-
gle with the vector of its vertices the same as the direction
vectors of parallel-groups 2, 5, and 11, varied fog density:

— Direction vector (0.577, -0.577, 0.577) and up vector (0.408,
0.816, 0.408),

— Fog density ¢ € {0.2,1.0,5.0},

— Marked as test image pair 2-x, with x chosen from 0.2, 1.0,
and 5.0 representing each fog density.

e Group 3: Camera direction parallel to the laser, fixed fog
density:

— Direction vector (0, 0, -1) and up vector (0, 1, 0),

- Fog density 6 = 1.0,

— Marked as test image pair 3.

4.2.3 Qualitative Method. Since we are also interested in how hu-
mans perceive the images from FOLAR and ray-tracing, we de-
signed a test based on surveys of image similarity that is conducted
on computer screens with a survey software. The test has following
major steps for each test participant:

o We first show the introduction of the study and the survey
software to the test participants, where an image of the
survey software is shown to allow the test participants to be
prepared for the test under the introduction text:

“Thank you for your help with this study. The goal of
this study is to compare two computer graphics tech-
niques for producing images. During the test you will
be presented with pairs of images. For each image pair,
you will be asked two questions. Please make sure your
screen in as clean as possible and do not change its set-
tings during the study. Your can answer the questions
purely based on your own judgement. To enter your
answer, simply drag the horizontal sliders to your re-
sponse. At the end of the test, you will be asked to write
down some of your demographic information. We are
asking for your age and gender”

e During the test, the test participant is given pairs of images
on screen and is asked the following two questions:

“How much do these two images differ as a whole, for
example difference in lightness and saturation?”
“How much do these two images differ in their details,
ignoring aspects such as lightness and saturation?”

o Under the pair of images and on the right of each question,
there is a slider that allows the test participant to enter their
response as a rating. The knots on sliders can be dragged
horizontally onto evenly distributed 10 positions, with texts
“no differences” and “completely different” on each side; the
values of the slider are recorded as the answer of rating from
test participants, with 1 representing the least amount of dif-
ferences and 10 representing the most amount of differences.

o After the test, the test participant is asked to leave some
demographic information, that is the age and gender of the
test participant. This is to better understand the data in
case that the data is showing significant characteristics in
interpersonal differences.
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All instruction and question texts are given in other languages, such
as Chinese, as well.

The images for the test are chosen from the images rendered
with the parameters below:

e Group 4: Random directions, fixed fog density, the same
coloring as in the quantitative method:

- Direction vectors of (-0.394, 0.324, -0.860), (0.909, -0.318,
-0.269), (0.705, -0.009, -0.709) and up vectors of (-0.260,
-0.937, -0.234), (0.388, 0.883, 0.266), (-0.296, 0.905, -0.305)
respectively,

- Fog density & = 2.0,

— Marked as test image pair 4-1 to 4-3;

e Group 5: Camera direction “in the middle of” the direction of
three parallel-group “next to each other”, fixed fog density:

— Direction vectors of (-0.981, -0.149, 0.126), (-0.165, -0.973,
0.164), (-0.243, -0.825, -0.510) and up vectors of (0.013,
-0.696, -0.718), (-0.957, 0.118, -0.266), (0.563, 0.308, -0.767)
respectively,

— Fog density ¢ € {3.0,4.0,5.0} for each direction,

— Marked as test image pair 5-1-x to 5-3-x, with x chosen
from 3.0, 4.0, 5.0 representing each fog density (e.g. 5-5-3.0
or 5-1-5.0)

The survey software shows the following sets of image pairs in
a shuffled order and show the pairs of images at a random order
from left to right, with the purposes described in the text:

e Test Set 1-1: The image pairs in group 4, to allow us to
evaluate the result between FOLAR and ray-tracing without
a realistic coloring. In total 3 pairs of images are shown.
Test Set 1-2: The same image twice, either FOLAR or ray-
tracing, from the image pairs in group 4. This is to find a
baseline result for set 1-1 when the test participants are
facing the same images. In total 6 pairs of images are shown,
twice as much as in set 1-1.

Test Set 2-1: The image pairs in group 5 with fog density 4.0
(5-1-4.0 to 5-3-4.0), to allow us to evaluate the result between
FOLAR and ray-tracing in a realistic coloring. In total 3 pairs
of images are shown.

Test Set 2-2: The same image twice, either FOLAR or ray-
tracing, from the images used in set 2-1. This is to find a
baseline result for set 2-1, similar to 1-2 but instead with a
realistic coloring. In total 6 pairs of images are shown.

Test Set 3-1: The image pairs with different fog density values
and different rendering methods, by pairing the image from
one rendering method (e.g. FOLAR) of fog density 3.0 with
the image from the other rendering method (e.g. ray-tracing)
of fog density 5.0. This is to evaluate the result by intention-
ally differentiate the density of fog, so that we can see how
the details of the images are perceived by human. This make
pairs of images such as pair 5-1-3.0-f with 5-1-5.0-r and pair
5-1-5.0-f with 5-1-3.0-r and etc., which is in total 6 pairs of
images.

Test Set 3-2: The image pairs with different fog density values
and the same rendering method, using fog density 3.0 and
fog density 5.0, to provide a baseline result for 3-1. This make
pairs of images such as pair 5-1-3.0-f with 5-1-3.0-r and etc.,
which also makes 6 pairs of images in total.
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The exact images used for each pair is listed in table 10 in the
appendix section.

5 RESULTS

In this section, we will show our evaluations of the rendering results
and the data in different tests. Raw data of the study can be found
in appendix B.

5.1 Benchmark Test

In our benchmark tests, FOLAR is generally keeping running at an
expected performance. According to measurements for scene A, the
mean rendering time of FOLAR keeps stable at around 6ms under
all of our measured resolutions, as seen in figure 12(a) and 13(a). In
scene B, the rendering time starts to increase at the resolution of
1000 X 1000, as seen in figure 12(b) and 13(b), and it keeps in ratio to
the number of fragments rendered, which can be seen in figure 13(c).
At the same time, the rendering time of the ray-casting went out of
control in our measurements. We only took measurements under
resolutions with width not over 2000 in scene A and not over 300 in
scene B. As seen in the figures, the rendering time becomes greater
than 1 second quickly upon increasing the render resolution.

In figure 12(c) and 13(c), we can also see that the standard de-
viation of the rendering time per frame are larger under higher
resolutions. This outcome could be due to low precision on the
timestamps that we used to calculate the rendering time when the
hardware is under heavy work. Still, this does not mean our data are
invalid; by measuring the rendering time of 20 consecutive frames,
we effectively lowered the error introduced by this low precision.

From the data, we can speculate that FOLAR is able to produce
interactive graphics on our hardware at 100 FPS (frames per second)
on flat displays under the render resolution around 1200 X 1200
when 10 fragments are rendered on each pixel on average. The
frame rate becomes 50 FPS if we increase the resolution to around
2000 x 2000.

5.2 Image Similarity Metrics Test

Under the configurations specified in the study design, we rendered
all the images that will be applied to the image similarity metrics.
The images can be seen in figure 14, with their marks under the
images. The central red parts of images (c), (f), (i), and (I) does not
represent the real rendering result since the color values from the
images are clamped to range [0, 1] due to the limitations in printing
technology.

The result of SSE can be seen in figure 15. As shown in figure
(a), SSE(7) is significantly higher than SSE(L). The cause of this
can be seen in the images in figure 14: the rendered result from the
ray-casting method, e.g. image 1-1.0-1, has a greater range of "flare"
colored in yellow compared to the result from FOLAR, e.g. image
1-1.0-f.

By looking at SSE(L) only, we can see that the amount of differ-
ence rises when the fog density is increased. Since we normalized
the images before calculating SSE, this increase might be due to
FOLAR less focused on changed details with different fog density,
while it is naturally covered by the ray-casting method.
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Figure 12: Mean rendering time on width and height of ren-
der resolution

In addition, SSE(7) for image pair 3 is higher compared to other
image pairs, which is possibly resulted from a larger area of "flare"
seen on image 3-f and 3-r.

5.3 User Study

In our user study, there are in total of 16 participants involved in the
test. We invited 2 test participants in a pilot test, and then recruited
14 high school students in reward of movie tickets, snack boxes, or
equivalent. In all test participants, there are 9 male, 4 female, and 3
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Figure 13: Mean rendering time on number of fragments

that did not specify their gender. Both age and gender information
can be seen in figure 16.

The purpose of recruiting high school students is that we believe
teenagers to be more sensitive to the difference in graphics. The
results from them should serve better for our study. Also, teenagers
are more open to different displaying methods in providing interac-
tive graphics; they will accept the use of VR devices naturally since
this technology has already appeared during their early life.

The rating between the images in test set 1 shows a significant
difference between 1-1 and 1-2. Single-tailed paired t-test between
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(a) 1-0.2-f (b) 1-1.0-f (¢) 1-5.0-f
.

(d) 1-0.2-r (e) 1-1.0-r (f) 1-5.0-r

(g) 2-0.2-f (h) 2-1.0-f @) 2-5.0-f
. .

X
() 2-0.2-r (k 2-1.0-r (1) 2-5.0-r
. .
(m) 3-f (n) 3-r

Figure 14: The rendered result used for SSE. The values of
colors are clamped since the limitations in printing technol-
ogy, especially for red.

1-1 and 1-2 (either FOLAR only or ray-casting only) gives p-values
that are all less than 0.0001. The rating for test set 2 shows a similar
result to test set 1, with p-values less than 0.0001 as well. For test
set 3, although we differentiated the fog density, the rating is still
showing a significant difference between samples from different
methods (test set 3-1) and samples from the same method (test
set 3-2), with p-values less than 0.0001. This indicates that test
participants recognize the difference between rendered results from
FOLAR and ray-casting.

All p-values are listed in table 4. The distribution of ratings can
be seen in figure 17, 18, and 19, notice that in the legend we used
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the word "total" for the first question ("difference as a whole") and
the word "detail" for the second question ("difference in detail").

Table 4: P-values from single-tailed paired t-tests between
the results from test sets

Test Set Question
“Total”  “Detail”
1-1  1-2 (FOLAR only) < 10719 0.000008
1-1  1-2 (ray-casting only) < 107%  0.00009
2-1 2-2 (FOLAR only) <1070 <107°
2-1 2-2 (ray-casting only) < 10710 < 107¢

3-1 3-2 0.000002  0.000008
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Figure 16: Demographic information about test participants
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Figure 17: Rating for images in raw coloring (p < 0.0001),
with examples of image pairs

6 DISCUSSION
6.1 Benchmark Test

Based on our measurements in the benchmark test, we are confident
to conclude that FOLAR fulfills an interactive-level performance
with certain conditions.

From the data, we have seen that FOLAR is able to keep the
frame rate at 100 FPS on flat displays with 1200 X 1200 resolution
on Scene B. Since FOLAR is heavily based on the fragment shader
in real-time rendering, we expect the mean rendering time to scale
with the number of fragments that are rendered, as shown in figure
13(c).

For real applications, those numbers may have more complex
meanings.

In the study design, we assumed that “to make a dense and
dynamic particle fog, in average 10 fragments rendered on each
pixel is enough”. In real applications, content creators might not



W Tofal(y=633,0=251) |l Detail(u=452,0=3.03)
40

30 k |

» »

(a) Test Set 2-1
B Total(u=2.08,0=2.3) W Detail(u=1.75,0=1.52)
10 |
k {

30 {

10
0

(b) Test Set 2-2 (both FOLAR)

W Tolal(p=1.79,0=1.61) M Delai(p=1.63,0=1.41)
40
I

| —
- - -

(c) Test Set 2-2 (both ray-casting)

Figure 18: Rating for images in realistic coloring (p < 0.0001),
with examples of image pairs

need too many particles on the scene to get an impressive graphics.
If fewer particles are used to make the fog effect, fewer fragments
on average will be rendered for each pixel, which should scale the
rendering time down in expectation.

In the aspect of the rendering pipeline, although the multi-
projection technology allows the scene to be rendered for the dis-
plays at both eyes simultaneously, the fragment shader will still
need to be executed separated for both eyes. The reason for this
is, FOLAR uses viewing-direction-dependent parameters to find
the rays mapped to each rendered fragment in order to compute
the graphics. Since the real-time calculation of FOLAR is heavily
based on the fragment shader, multi-projection does not allow us
to reduce the rendering time by half. We expect that the rendering
time is of the same proportion to the number of rendered fragments
on VR than it on flat displays.

To overcome the performance issues, we propose to combine
other general rendering methods with FOLAR to achieve the most
suitable result for real applications. One plausible method is to
intentionally render fewer fragments for the particles where the
color is expected to be less dynamic, such as particles that are far
from the laser and the viewing position.

Counting all the factors mentioned above, we believe that FOLAR
is able to render at a sufficient performance level by itself on our
specific hardware used for the benchmark test. As proposed by
Oculus, it’s possible to achieve a smooth graphics at a frame rate
of 45 FPS with Asynchronous SpaceWarp [11]. Since Oculus Rift
displays at 1080 X 1200 resolution per-eye, by default scene B can
be rendered at around 50 FPS on average with our hardware. For
a different VR headset and hardware configuration, the situation
may differ.
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Figure 19: Rating for images with different fog density in
realistic coloring (p < 0.0001), with examples of image pairs;
notice that & stands for fog density constant and o stands
for standard deviation

6.2 Image Similarity Study

6.2.1 Quantitative Method. As mentioned in the study design, we
used SSE between the rendered images from FOLAR and ray-casting
to measure the similarity between the images as the result of the
two rendering methods. As a result, we observed relatively lower
SSE values on the optical thickness of the fog, 7, and relatively
higher SSE values on the amount of radiance from the laser, L.

By looking at the images used for SSE shown in figure 14, we
can clearly see a similar pattern for the optical thickness between
the images from the two methods. For example, we can see similar
T-shaped high-density areas on image 1-1.0-f and 1-1.0-f by only
viewing the red channel of the image, which is shown in figure 20.
The intensity of the optical thickness from the two methods seems
to differ, which could be a result of a series of approximations. This
could be solved by adjusting constants in the calculations of FOLAR,
but since we normalized the data before calculating SSE, this is not
an issue for our study.

The amount of radiance on the images, however, shows consid-
erably more differences between the two methods. By looking at
images in figure 14, we can notice that the images from ray-casting
always show a broader range of illuminated fog by laser, but the
ones from FOLAR does not. Also, the effect of uneven lightness of
the laser that uneven fog density gives also seems to differ between
the two methods, which can be seen on image (h) and (k) in the
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(a) FOLAR (b) Ray-casting

(c) FOLAR (no marks)  (d) Ray-casting (no marks)
Figure 20: Example of similar patterns in optical thickness
between the images from FOLAR and ray-casting

figure. The effect that laser looks dimmer when further inside the
fog volume is roughly the same between the two methods, which
can be seen on image (c) and (f). On image (m), there are notice-
able artifacts around the laser, curving to the disappearing point
of the laser, also shown in figure 21. This curving artifact is unex-
pected and might confuse the viewer. However, given the condition
that the laser is parallel to the viewing direction and close to the
center of the field of view, this effect should be rare to happen in
real applications. Nonetheless, this is still an obvious downside of
FOLAR.

Figure 21: Curving artifacts in the rendered result from FO-
LAR when the laser is parallel to the viewing direction and
close to the center of the field of view

Given all visible differences in the images used in the quantitative
study, we can confirm that the result from SSE are meaningful in
showing the difference in rendered results between FOLAR and
ray-casting.

6.2.2 Qualitative Method. In our user study design, we required
the test participants to rate the amount of difference between a

set of designed pairs of images in two aspects: the difference as a
whole ("total") and the difference in detail ("detail"). According to the
result of the user study, there is an extremely significant difference
between ratings on images from the same method and ratings on
images from different methods. From this, we can speculate that
the difference in the rendered result between the two methods is
always noticeable for teenagers at ages from 15 to 17.

By looking at the distribution of ratings, we can see that for
images from different methods, the ratings from test participants
tend to distribute evenly among the values, while the average rating
for difference as a whole is always higher than it for the difference
in detail. This outcome might indicate that those test participants
are unsure about their criteria in rating the amount of difference,
given that we explicitly indicated "no difference" for the minimum
value and "totally different" for the maximum value of the rating in
the survey software.

On the other hand, in test set 3, we intended to differ the fog
density in the images. As a consequence of this, we can see a more
substantial difference in the average ratings between the two ques-
tions. This outcome might also indicate that test participants are
more confidence in deciding the rating under different aspects as
designed for the two questions. In the result of the rating for test
set 3, we can confirm that those test participants are able to spot
the difference between the rendered results from FOLAR and ray-
casting.

6.3 Summary

From the result of SSE, we can see that FOLAR was not able to
achieve the same effect as ray-casting do, especially for the amount
of radiance. Although we can see that the laser effect is rendered
in the correct direction and length, the shape and range of the flare
around laser were not perfect. The user study also confirms this,
as our test participants recognize rendered results of FOLAR from
that of ray-casting. Despite all the downsides, FOLAR is still able
to achieve a satisfactory rendering performance. This performance
allows the volumetric laser-illuminated fog to be presented in VR
on an interactive level, while the trivial volumetric ray-marching
method failed to do so.

In the aspect of visuals, although FOLAR is not perfect as we
have tested, it is rendering the effect in a physically-correct method-
ology as designed. As a consequence of this, FOLAR is still able to
overcome the issue of billboard sprites for the particle system. Since
FOLAR is designed based on particle systems, content creators are
still able to make use of their experience in creating particle fog to
create a similar fog effect for VR. In conjunction with the advan-
tages that FOLAR gives, the trade-off in visuals is acceptable for
VR usages.

7 CONCLUSIONS AND FUTURE WORK
7.1 Conclusions

In this thesis, we introduced a brand-new method, FOLAR, in ren-
dering laser-illuminated fog effect at interactive performance for
VR. We measured the performance of FOLAR with a benchmark
test, and we assessed the similarity of result images from FOLAR
and a trivial ray-casting method with image similarity metrics and



a user study. Discussions on the results from the benchmark test
and the image similarity study have been provided.

The main work of the degree project is to design and optimize FO-
LAR, and to study the main visual characteristic of this new method.
Our contribution to the method is mainly categorized into several
parts. We defined several properties of a standard spherical volume
of fog and named the standard volume as a fog spheroid. We intro-
duced a novel method named Icosahedron Interpolated Ray-mapped
Texture to model the volumetric features of a fog spheroid. This
is achieved by projecting the volume onto 12 textures of different
directions, with each direction corresponding to the vertex vectors
of a regular icosahedron. We adopted a particular method to con-
struct the icosahedron, namely 3-rect construction of the icosahedron,
to help us make use of the model simpler in real-time rendering
with a method called facet tracing. We simulated the result of light-
scattering in an infinite-volume homogeneous fog under different
attenuation cross-sections, then modeled the result as an integrated
function over orthogonal paths as the Integrated Light Scattering
Model. Finally, given all the materials we prepared, we are able to
render fog spheroids as particles in a particle system in real-time.

In the study, we conducted a benchmark test to measure the per-
formance of FOLAR, as well as to show the difference in rendering
time between FOLAR and ray-casting. As a result, FOLAR shows
significant advantages in performance, allowing the volumetric
laser-illuminated fog to be rendered at interactive performance
for VR. However, tests in image similarity still show recognizable
differences in visuals between FOLAR and ray-casting. Still, the
difference in visuals is acceptable as a trade-off for the performance.

7.2 Critiques and Future Work

There are few places that this study about FOLAR and the design of
FOLAR itself could be or could have been improved. Those places
include aspects that the study could not cover, and also regrets and
possible improvements if we can conduct further studies based on
this work.

First of all, FOLAR itself has a large proportion of original works
based on continuous developments. Sunken costs have been paid
in the development of the method before it comes to the state that
we feel sufficient for study. Still, FOLAR has several distinct places
that could be improved, but we choose not to make more efforts
into the development of it.

In detail, approximations were made at several places to give
FOLAR a better performance. Those approximations directly lead to
the majority of differences in the rendered result between FOLAR
and the ray-casting method. However, we had several alternative
methods for those approximations, which could lead to better re-
sults. If there were more works on it, it would be meaningful to
conduct studies to compare the difference among those alternative
methods.

Furthermore, FOLAR consists of many novel models and steps
to render the final visual effect. Some of the models or steps have
not been studied in depth separately, such as the Icosahedron In-
terpolated Ray-mapped Texture. Although we can certainly get a
decent result with all the models and steps involved in FOLAR,
the characteristics of those separate ones were not covered in this
work. If given the opportunity, studies could be conducted for those
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separate steps or models; those studies could also be combined with
the alternative methods mentioned earlier.

There are also some details in the design of FOLAR that uses ad
hoc solutions to individual problems. One major one is the width
of the facet vertex table, as shown in table 3. In the description
of it, we said that there are inconsistent behaviors when the table
is specified arbitrarily. We could not explain this behavior in this
study, and we decided on using the ad hoc solution to this. We do
not expect this to be solved for FOLAR, but further studies should
be welcomed. With further studies, we could learn better about this
behavior on different configurations of hardware.

In the aspect of the study design of this thesis, we several points
and some considerations on what other study designs could be
better for us to answer the research question. One consideration is
to make a VR application with FOLAR and let the test participant
involve in using the application. Specific contents and tasks could
be made for the test, such as pointing at virtual objects with lasers
or judging distances through the fog. Those tasks would help us
to learn better about the user’s behavior in interacting with the
application built with our method. By rating their performance on
specific tasks, we could have a direct view of the visual characteris-
tics of FOLAR.

Finally, for the quantitative test, we admit that SSE was not
the best method to show the characteristics of FOLAR in the ren-
dered result. During the literature study, we learned that there are
methods to assess the quality of compressed stereoscopic graphics.
By referring to similar studies designed explicitly for stereoscopic
graphics or better VR, we can let the data tell more information
about the visual characteristics of FOLAR.
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Figure 22: Test images for image similarity metrics, group 1

LSS

(a) 2-0.2-f (b) 2-1.0-f (c) 2-5.0-f
. u
(d) 2-0.2-r (e) 2-1.0-r (f) 2-5.0-r

Figure 23: Test images for image similarity metrics, group 2
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Figure 24: Test images for image similarity metrics, group 3
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Figure 25: Test images for image similarity metrics, group 4
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Figure 26: Test images for image similarity metrics, group 5,
test set 1

) - »

(a) 5-2-3.0-F (b) 5-2-4.0-f (c) 5-2-5.0-f
\ - »
(d) 5-2-3.0-r (e) 5-2-4.0-r (f) 5-2-5.0-r

Figure 27: Test images for image similarity metrics, group 5,
test set 2
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Figure 28: Test images for image similarity metrics, group 5,
test set 3
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Figure 29: Test images for image similarity metrics, group 5,
test set 4
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Figure 30: Test images for image similarity metrics, group 5,
test set 5
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Table 5: Rendering time of FOLAR (seconds), 1 fragment per pixel, part 1

Height or Width of Resolution

Frame

500 600 800 1000 1500 2000 2500 3000
1 0.0103 0.0148 0.0146 0.0101 0.0129 0.0120 0.0125 0.0148
2 0.0052 0.0049 0.0121 0.0049 0.0049 0.0050 0.0050 0.0050
3 0.0047 0.0053 0.0057 0.0049 0.0049 0.0049 0.0052 0.0045
4 0.0049 0.0054 0.0055 0.0050 0.0051 0.0103 0.0052 0.0048
5 0.0101 0.0114 0.0049 0.0055 0.0051 0.0050 0.0047 0.0050
6 0.0048 0.0051 0.0053 0.0052 0.0049 0.0050 0.0050 0.0049
7 0.0047 0.0049 0.0054 0.0052 0.0053 0.0048 0.0051 0.0048
8 0.0053 0.0052 0.0054 0.0046 0.0107 0.0048 0.0050 0.0053
9 0.0054 0.0052 0.0049 0.0052 0.0052 0.0053 0.0050 0.0052
10 0.0052 0.0050 0.0053 0.0048 0.0049 0.0049 0.0047 0.0056
11 0.0052 0.0049 0.0052 0.0045 0.0053 0.0055 0.0050 0.0053
12 0.0052 0.0049 0.0050 0.0047 0.0056 0.0050 0.0054 0.0056
13 0.0048 0.0046 0.0050 0.0098 0.0049 0.0046 0.0047 0.0158
14 0.0052 0.0052 0.0051 0.0047 0.0048 0.0055 0.0051 0.0053
15 0.0061 0.0048 0.0046 0.0050 0.0049 0.0053 0.0050 0.0046
16 0.0056 0.0053 0.0054 0.0051 0.0047 0.0052 0.0052 0.0047
17 0.0053 0.0052 0.0047 0.0048 0.0049 0.0052 0.0051 0.0052
18 0.0050 0.0055 0.0050 0.0047 0.0048 0.0057 0.0053 0.0058
19 0.0052 0.0054 0.0051 0.0053 0.0048 0.0052 0.0055 0.0048
20 0.0050 0.0052 0.0050 0.0052 0.0047 0.0054 0.0053 0.0053

Table 6: Rendering time of ray-casting (seconds), 1 fragment per pixel

Height or Width of Resolution

Frame

500 600 800 1000 1500 2000
1 0.0810 0.1068 0.1737 0.2553 0.5429 1.9385
2 0.0050 0.0051 0.1738 0.2554 0.5426 1.9394
3 0.0579 0.0811 0.1743 0.2562 0.5435 1.9699
4 0.0599 0.0857 0.1744 0.2560 0.5432 0.9387
5 0.0598 0.1933 0.1738 0.2563 0.5430 1.9767
6 0.1425 0.1072 0.1740 0.2566 0.5426 0.9401
7 0.0818 0.0051 0.1735 0.2558 0.5436 1.9446
8 0.0051 0.0824 0.1744 0.2561 0.5426 1.9393
9 0.0578 0.0849 0.1744 0.2559 0.5429 1.9397
10 0.0602 0.1947 0.1746 0.2558 0.5421 0.9384
11 0.0595 0.1062 0.1734 0.2553 0.5433 1.9460
12 0.1424 0.0053 0.1739 0.2558 0.5433 0.9386
13 0.0829 0.0817 0.1735 0.2556 0.5436 1.9464
14 0.0047 0.0852 0.1737 0.2557 0.5441 0.9387
15 0.0580 0.1936 0.1752 0.2565 0.5445 1.9460
16 0.0597 0.1073 0.1746 0.2553 0.5427 1.9398
17 0.0601 0.0051 0.1733 0.2569 0.5438 0.9386
18 0.1425 0.0816 0.1738 0.2553 0.5441 1.9454
19 0.0817 0.0856 0.1739 0.2556 0.5438 0.9386
20 0.0049 0.1929 0.1743 0.2557 0.5432 1.9462
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Table 7: Rendering time of FOLAR (seconds), 10 fragments per pixel, part 1

Height or Width of Resolution

Frame
50 80 100 120 150 200 300 500
1 0.0107 0.0116 0.0133 0.0109 0.0123 0.0116 0.0112 0.0112
2 0.0060 0.0056 0.0059 0.0055 0.0057 0.0056 0.0059 0.0059
3 0.0054 0.0057 0.0113 0.0061 0.0063 0.0056 0.0059 0.0059
4 0.0058 0.0053 0.0062 0.0056 0.0057 0.0056 0.0058 0.0058
5 0.0056 0.0056 0.0057 0.0056 0.0062 0.0059 0.0054 0.0054
6 0.0063 0.0059 0.0054 0.0061 0.0058 0.0054 0.0059 0.0059
7 0.0055 0.0058 0.0057 0.0062 0.0053 0.0055 0.0057 0.0057
8 0.0054 0.0055 0.0056 0.0060 0.0055 0.0054 0.0055 0.0055
9 0.0059 0.0056 0.0056 0.0056 0.0055 0.0058 0.0062 0.0062
10 0.0058 0.0054 0.0060 0.0057 0.0060 0.0059 0.0060 0.0060
11 0.0056 0.0060 0.0059 0.0060 0.0057 0.0060 0.0060 0.0060
12 0.0057 0.0061 0.0055 0.0058 0.0059 0.0055 0.0112 0.0112
13 0.0063 0.0056 0.0058 0.0055 0.0114 0.0053 0.0056 0.0056
14 0.0061 0.0057 0.0065 0.0057 0.0063 0.0055 0.0062 0.0062
15 0.0066 0.0058 0.0057 0.0054 0.0058 0.0057 0.0059 0.0059
16 0.0063 0.0059 0.0059 0.0058 0.0061 0.0063 0.0055 0.0055
17 0.0059 0.0059 0.0067 0.0061 0.0060 0.0055 0.0060 0.0060
18 0.0058 0.0058 0.0060 0.0057 0.0057 0.0056 0.0058 0.0058
19 0.0061 0.0055 0.0063 0.0058 0.0058 0.0060 0.0059 0.0059
20 0.0056 0.0056 0.0056 0.0057 0.0064 0.0059 0.0060 0.0060

Table 8: Rendering time of FOLAR (seconds), 10 fragments per pixel, part 2

Height or Width of Resolution

Frame

600 800 1000 1200 1500 2000 2500 3000
1 0.0106 0.0109 0.0121 0.0128 0.0324 0.0272 0.0372 0.0510
2 0.0055 0.0057 0.0109 0.0059 0.0055 0.0068 0.0054 0.0057
3 0.0059 0.0062 0.0063 0.0055 0.0059 0.0060 0.0057 0.0059
4 0.0054 0.0060 0.0060 0.0054 0.0057 0.0086 0.0220 0.0360
5 0.0059 0.0060 0.0059 0.0056 0.0080 0.0205 0.0335 0.0476
6 0.0063 0.0061 0.0063 0.0065 0.0125 0.0220 0.0337 0.0473
7 0.0056 0.0062 0.0063 0.0061 0.0128 0.0698 0.0323 0.1499
8 0.0059 0.0058 0.0060 0.0053 0.0122 0.0064 0.1070 0.0519
9 0.0064 0.0058 0.0059 0.0059 0.0125 0.0064 0.0030 0.0063
10 0.0063 0.0059 0.0058 0.0084 0.0123 0.0095 0.0060 0.0063
11 0.0060 0.0062 0.0056 0.0083 0.0118 0.0218 0.0241 0.0353
12 0.0061 0.0060 0.0055 0.0081 0.0430 0.0218 0.1045 0.0476
13 0.0062 0.0057 0.0059 0.0078 0.0152 0.0209 0.0026 0.0469
14 0.0057 0.0057 0.0061 0.0078 0.0035 0.0705 0.0055 0.1493
15 0.0061 0.0057 0.0061 0.0086 0.0061 0.0061 0.0247 0.0516
16 0.0065 0.0057 0.0061 0.0083 0.0061 0.0063 0.0334 0.0066
17 0.0068 0.0063 0.0061 0.0081 0.0093 0.0091 0.1055 0.0060
18 0.0240 0.0061 0.0059 0.0296 0.0121 0.0216 0.0026 0.0350
19 0.0055 0.0130 0.0059 0.0062 0.0133 0.0224 0.0057 0.0472

[N~
S

0.0063 0.0060 0.0058 0.0056 0.0125 0.0207 0.0249 0.0475




Table 9: Rendering time of ray-casting (seconds), 10 fragments per pixel

Height or Width of Resolution

Frame
50 80 100 120 150 200 300
1 0.1656 0.2108 0.2662 0.3118 0.4014 0.6064 2.1966
2 0.1601 0.2136 0.2563 0.3144 0.4060 0.6202 2.1772
3 0.1702 0.2034 0.2686 0.3149 0.4184 0.6315 2.2059
4 0.1714 0.2140 0.2576 0.3143 0.4046 0.6093 2.1970
5 0.1701 0.2032 0.2676 0.3147 0.4167 0.6095 2.2015
6 0.1692 0.2135 0.2691 0.3148 0.4187 0.6093 2.2010
7 0.1585 0.2147 0.2574 0.3142 0.4063 0.6099 2.2013
8 0.1584 0.2020 0.2672 0.3033 0.4481 0.6082 2.2001
9 0.1708 0.2139 0.2698 0.3045 0.3961 0.6095 2.2009
10 0.1587 0.2147 0.2685 0.3150 0.4167 0.6205 2.2029
11 0.1705 0.2017 0.2571 0.3031 0.4163 0.6082 2.1999
12 0.1589 0.2028 0.2693 0.3284 0.4053 0.6083 2.1984
13 0.1587 0.2136 0.2578 0.3102 0.4064 0.6200 2.2007
14 0.1716  0.2033 0.2677 0.3048 0.4184 0.6202 2.2308
15 0.1577 0.2136 0.2683 0.3042 0.4159 0.6424 2.2007
16 0.1597 0.2147 0.2579 0.3141 0.4157 0.6231 2.1823
17 0.1589 0.2139 0.2681 0.3133 0.4168 0.6034 2.2336
18 0.1696 0.2148 0.2693 0.3154 0.4049 0.6186 2.2115
19 0.1706 0.2146 0.2686 0.3163 0.4172 0.6197 2.1817
20 0.1587 0.2139 0.2572 0.3140 0.4147 0.6188 2.1891
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B.2 User Study



Table 10: Question number in test sets with corresponding image marks

Test Set Question Images
1-1-1 4-1.0-f  4-1.0r
1-1 1-1-2 4-2.0-f  4-2.0r
1-1-3 4-30-f  4-3.0r
s 1-2-1f 4-1.0-f  4-1.0-f
FOLAR 1-2-2f 4-2.0-f  4-2.0-f
1-2-3f 4-3.0-f  4-3.0-f
- 1-2-1r 4-1.0-r  4-1.0-r
Ray-casting 1-2-2r 4-2.0-r  4-2.0-r
1-2-3r 4-3.0-r  4-3.0-r
2-1-1 5-1-4.0-f 5-1-4.0-r
2-1 2-1-2 5-2-4.0-f 5-2-4.0-r
2-1-3 5-3-4.0-f 5-3-4.0-r
- 2-2-1f  5-1-4.0-f 5-1-4.0-f
FOLAR 2-2-2f  5-2-4.0-f 5-2-4.0-f
2-2-3f  5-3-4.0-f 5-3-4.0-f
- 2-2-1r  5-1-4.0-r  5-1-4.0-r
FOLAR 2-2-2r  5-2-4.0-r  5-2-4.0-r
2-2-3r  5-3-4.0-r  5-3-4.0-r
3-1 3-1-la  5-1-3.0-f 5-1-5.0-r
_ OFOLAR = 3.0 3-1-2a 5-2-3.0-f 5-2-5.0-r
ORayCasting =50  3-1-33  5-3-30-f 5-3-5.0-r
3-1 3-1-1b  5-1-5.0-f 5-1-3.0-r
GFOLAR = 5.0 3-1-2b 5-2-5.0-f 5-2-3.0-r
ORayCasting = 3.0 3.1.3p  5-3-50-f 5-3-3.0-r
3-2 3-2-1f  5-1-3.0-f 5-1-5.0-f
 FOLAR 3-2-2f  5-2-30-f 5-2-5.0-f
0=3.0,5.0 3-2-3f  5-3-3.0-f 5-3-5.0-f
3-2 3-2-1r  5-1-3.0-r  5-1-5.0-r
Ray-casting 3-2-2r  5-2-3.0-r  5-2-5.0-r
G =3.0,5.0 3-2-3r  5-3-3.0-r  5-3-5.0-r
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Table 11: Rating from test participants on the difference in total

Participant Number (*Participants from the pilot test)

Question

9 10 11 12 13 14 15 16

8

10 10 10 10

3

10
10

1-1-1
1-1-2
1-1-3

1
1
1
1
1
1

1-2-1f
1-2-2f
1-2-3f

1-2-1r

10

1-2-2r

1-2-3r
2-1-1
2-1-2
2-1-3

1
1
1
1
1
1
2
2
3

2-2-1f

2-2-2f
2-2-3f
2-2-1r

2-2-2r

2-2-3r

10
10
10
10
10
10

10
10
10
10
10

10
10
10

3-1-1a

9
10
10
10
10
10

3-1-2a

9

3-1-3a

10
10

10
10

10
3
9
2
2
2
1
2
1

3-1-1b
3-1-2b
3-1-3b

3-2-1f

8

10
10

10
10

10

10
10
10

7

3-2-2f
3-2-3f
3-2-1r

10
10
10

10

3-2-2r

10

10

8

3-2-3r
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Table 12: Rating from test participants on the difference in detail

Participant Number (*Participants from the pilot test)

Question

10 11 12 13 14 15 16

9

10
10

10

10

10
1
1
2
1
1
3

1-1-1
1-1-2
1-1-3

1-2-1f
1-2-2f
1-2-3f

1-2-1r

1-2-2r

1-2-3r

10

6 9

10

2-1-1
2-1-2
2-1-3

4
7
2
2
9
3
6
8
8

2-2-1f

2-2-2f
2-2-3f

2-2-1r

2-2-2r

2-2-3r

8

10

3-1-1a

3-1-2a
3-1-3a
3-1-1b
3-1-2b
3-1-3b

3-2-1f

4

10

10
7

10
9
7
9

3-2-2f
3-2-3f

3-2-1r

4
9
4

3-2-2r

3-2-3r
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