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Page Original text Corrected text 

p. 6 Disperse dyes are used for 
polyester, polyamide, cellulose, 

cellulose acetate and acrylic 
fibres. 

Disperse dyes are used for 
polyester, polyamide, cellulose 

acetate and acrylic fibres. 

p. 7 
Table 1 

polyester, polyamide, cellulose, 
cellulose acetate, acrylic fibres. 

polyester, polyamide, cellulose 
acetate, acrylic fibres. 

p. 9 EU Ecolabel covers, for instance, 
cover a wide range of consumer 

products…  

EU Ecolabel covers, for instance, a 
wide range of consumer 

products…  

p. 24 The latter requires all criteria 
fulfilled, such as MS, MS2, and 

chromatographic retention 
time… 

The latter requires all criteria 
fulfilled, such as MS spectrum, 

MS2 spectrum, and 
chromatographic retention time… 

p. 24 This dye was assigned as 

identification level 2b after 
having manually compared the 
MS2 spectrum with in silico 
fragments from the software 

CFM-ID [139]. 

This dye was assigned 

identification level 3, although 
the MS2 spectrum was manually 
compared with in silico fragments 
generated by the software CFM-

ID [139]. 

p. 32 In Paper I and II, halogenated 
aromatic pollutants were found 

to frequently occur in polyester 
garments, some in levels 
exceeding the threshold… 

In Paper I and II, halogenated 
aromatic pollutants were found to 

frequently occur in polyester 
garments, some at levels 
exceeding the threshold… 

p. 44 Textile consumption in Europe 

has recently been estimated to in 
average 26 kg per person and 
year, with less than 1% being 
recycled or upcycled to new 

textile material [166, 167].  

Textile consumption in Europe 

has recently been estimated to be 
on average 26 kg per person and 
year, with less than 1% being 
recycled or upcycled to new textile 

material [166, 167].  

p. 44 Recycling textiles can either be 
made mechanically, often 

resulting in fibre damage… 

Recycling textiles can either be 
done mechanically, often 

resulting in fibre damage… 

p. 52 … current dyeing methods are 

using cleaner techniques, such 
as utilising CO2 in the dye 
fixation process, which 
eliminates the use of water… 

… current dyeing methods are 

using cleaner techniques, such as 
utilising supercritical CO2 in the 
dye fixation process, which 
eliminates the use of water… 

 

 

 


